
INSTALLATION MANUAL

INTEGRATED VOICE EVACUATION SYSTEM
VX-3000 SERIES

Thank you for purchasing TOA’s Integrated Voice Evacuation System. 
Please carefully follow the instructions in this manual to ensure long, trouble-free use of your equipment.

1134
TOA Electronics Europe GmbH

Suederstrasse 282, 20537 Hamburg, Germany
1134-CPR-195

EN 54-16: 2008
Fire Detection and fire alarm systems - part 16: Voice alarm control and 
indication system for fire detection and fire alarm systems for buildings

Options:
Manual silencing of voice alarm condition

manual reset of voice alarm condition
voice alarm condition output

indication of a fault related to voice alarm zones
voice alarm manual control
emergency microphones

redundant power amplifiers

16
DOP 16-004

When an EN 54-16 compliant VX-3000 system has to be installed, then carefully read the separate manual 
titled "APPENDIX: ADDITIONAL INSTALLATION INSTRUCTIONS FOR AN EN 54-16 COMPLIANT 
SYSTEM" and follow up the installation and configuration requirements explained therein. This APPENDIX 
contains the basic description of settings and installations, so please refer to the general instruction 
sections in this document for more details.
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1. SAFETY PRECAUTIONS
•	 Before installation or use, be sure to carefully read all the instructions in this section for correct and safe 

operation.
•	 Be sure to follow all the precautionary instructions in this section, which contain important warnings and/or 

cautions regarding safety.
•	 After reading, keep this manual handy for future reference.
•	 This equipment is not suitable for use in locations where children are likely to be present.
•	 An equipment installer and the person in charge of maintenance are required to fully understand the functions 

and structure of this unit, then be aware of electrical and mechanical risks before work.
	‌� Before starting work, he or she should take possible measures to prevent occurrence of such risks.
	 Be sure to contact your nearest TOA dealer if you need to confirm unclear points about risk sources of this 

unit.

Safety Symbol and Message Conventions 
Safety symbols and messages described below are used in this manual to prevent bodily injury and property 
damage which could result from mishandling. Before operating your product, read this manual first and 
understand the safety symbols and messages so you are thoroughly aware of the potential safety hazards. 

When Installing the Unit

•	 (Except VX-300LO)
	 Do not expose the unit to rain or an environment where it may be splashed by water or other liquids, as doing 

so may result in fire or electric shock. 

•	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-015DA, VX-030DA, VX-050DA, VX-3000PM, VX-3000CT, 
RM-200SF, RM-300X, RM-500, VX-3000DS, and VX-3150DS only)

	 Use the unit only with the voltage specified on the unit. Using a voltage higher than that which is specified 
may result in fire or electric shock.

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 Do not cut, kink, otherwise damage nor modify the power supply cord. In addition, avoid using the power cord 

in close proximity to heaters, and never place heavy objects -- including the unit itself -- on the power cord, 
as doing so may result in fire or electric shock. 

•	 (Applicable to RM-200SF, RM-300X, RM-500, RM-320F, and RM-210F only)
	 Avoid installing or mounting the unit in unstable locations, such as on a rickety table or a slanted surface. 

Doing so may result in the unit falling down and causing personal injury and/or property damage. 

•	 (Applicable to RM-200SF, RM-300X, RM-500, RM-320F, and RM-210F only)
	 Install the unit only in a location that can structurally support the weight of the unit and the mounting bracket. 

Doing otherwise may result in the unit falling down and causing personal injury and/or property damage.

•	 Since the unit is designed for indoor use, do not install it outdoors. If installed outdoors, the aging of parts 
causes the unit to fall off, resulting in personal injury. Also, when it gets wet with rain, there is a danger of 
electric shock. 

When the Unit is in Use 

•	 Should the following irregularity be found during use, immediately switch off the power, disconnect the power 
supply plug from the AC outlet and contact your nearest TOA dealer. Make no further attempt to operate the 
unit in this condition as this may cause fire or electric shock. 

·	 If you detect smoke or a strange smell coming from the unit
·	 If water or any metallic object gets into the unit 
·	 If the unit falls, or the unit case breaks 

Indicates a potentially hazardous situation which, if mishandled, could 
result in death or serious personal injury. WARNING
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·	 (Applicable to VX-3000DS and VX-3150DS only)
	 If the power supply cord is damaged (exposure of the core, disconnection, etc.)
·	 If it is malfunctioning (no tone sounds)

•	 To prevent a fire or electric shock, never open nor remove the unit case as there are high voltage components 
inside the unit. 

	 Refer all servicing to qualified service personnel.

•	 Do not place cups, bowls, or other containers of liquid or metallic objects on top of the unit. If they accidentally 
spill into the unit, this may cause a fire or electric shock. 

•	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-015DA, VX-030DA, VX-050DA, VX-3000DS, and VX-
3150DS only)

	 Do not insert nor drop metallic objects or flammable materials in the ventilation slots of the unit’s cover, as this 
may result in fire or electric shock. 

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 Do not touch a power supply plug during thunder and lightning, as this may result in electric shock. 

•	 When replacing the fuse, be sure to use the supplied one. Using any other fuse than supplied may cause fire 
or electric shock.

VX-015DA:	 Blade 10 A
VX-030DA:	 Blade 20 A
VX-050DA:	 Blade 30 A
VX-3000DS and VX-3150DS:	 AC T8A H, AC T6.3A L, and Blade 35 A

•	 Be sure to switch off the amplifier's power when replacing the fuse. 
	 Inserting or removing the fuse with the amplifier's power on may cause personal injury.

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 Handle or use the batteries properly. 
	 Doing otherwise may cause leakage or explosion of the batteries, resulting in a fire, personal injury, damage 

to peripheral equipment, or contamination of environment.

When Installing the Unit

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 Never plug in nor remove the power supply plug with wet hands, as doing so may cause electric shock.

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 When unplugging the power supply cord, be sure to grasp the power supply plug; never pull on the cord itself. 

Operating the unit with a damaged power supply cord may cause a fire or electric shock.

•	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-015DA, VX-030DA, VX-050DA, VX-3000DS, and VX-
3150DS only)

	 Do not block the ventilation slots in the unit’s cover. Doing so may cause heat to build up inside the unit and 
result in fire. 

	 (Applicable to VX-015DA, VX-030DA, and VX-050DA only)
	 Also, periodically clean the ventilation slots of dust. 

•	 Avoid installing the unit in humid or dusty locations, in locations exposed to the direct sunlight, near the 
heaters, or in locations generating sooty smoke or steam as doing otherwise may result in fire or electric 
shock. 

Indicates a potentially hazardous situation which, if mishandled, could 
result in moderate or minor personal injury, and/or property damage.CAUTION
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•	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-015DA, VX-030DA, VX-050DA, VX-3000PM, VX-3000CT, 
RM-200SF, RM-300X, VX-3000DS, and VX-3150DS only)

	 Note correct polarity (positive and negative orientation) when connecting the power supply cord. Reversed 
polarity connections will cause damage to the unit.

•	 (Applicable to VX-015DA, VX-030DA, and VX-050DA only)
	 To avoid electric shocks, be sure to switch off the VX-3000F’s power when connecting the unit.

•	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-3000PM, VX-3000CT, VX-3000DS, and VX-3150DS 
only)

	 System units (except remote microphones) are designed exclusively to be mounted in an equipment rack. 
Be sure observe the following instructions when rack-mounting the unit. Failure to do so may cause a fire or 
personal injury.

·	 Install the equipment rack on a stable, hard floor. Fix it with anchor bolts or take other arrangements to 
prevent it from falling down.

·	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-3000PM, and VX-3000CT only)
	 The supplied rack-mounting screws can be used for the TOA equipment rack only. Do not use them for other 

racks.
·	 (Applicable to VX-3000DS and VX-3150DS only)
	 Rack-mounting screws are not supplied with the unit. Prepare them that are appropriate for the equipment rack.
·	 (Applicable to VX-3000DS and VX-3150DS only)
	 When connecting the unit’s power cord to an AC outlet, use the AC outlet with current capacity allowable to 

the unit.

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 When connecting multiple appliances to a single power socket through a multi-outlet power strip, a total 

current consumption of the appliances must not exceed the allowable current capacity of the power socket. 
	 Failure to observe this instruction may result in a fire or electric shock.

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 When 2 or more AC power cords are connected to a multi-outlet power strip, never remove the power strip 

from a power source. 

When the Unit is in Use 

•	 (Applicable to VX-3004F, VX-3008F, VX-3016F, VX-015DA, VX-030DA, VX-050DA, and VX-3000PM only)
	 Do not operate the unit for an extended period of time with the sound distorting. Doing so may cause the 

connected speakers to heat, resulting in a fire.

•	 (Applicable to RM-200SF, RM-300X, and RM-500 only)
	 Use the specified AC adapter for the unit. Note that the use of other adapter may cause a fire.

•	 (Applicable to VX-015DA, VX-030DA, and VX-050DA only)
	 Contact your TOA dealer as to the cleaning. If dust is allowed to accumulate in the unit over a long period of 

time, a fire or damage to the unit may result. 

•	 (Applicable to VX-3000DS and VX-3150DS only)
	 Make sure to observe the following handling precautions so that a fire or personal injury does not result from 

leakage or explosion of the battery. 

·	 Do not short, disassemble, heat nor put the battery into a fire.
·	 Avoid using both new and old batteries together.
·	 Never charge batteries of the type which are not rechargeable. 
·	 Do not solder a battery directly.
·	 Be sure to use the specified type of batteries.
·	 Note correct polarity (positive and negative orientation) when connecting a battery to the unit.
·	 Avoid locations exposed to the direct sunlight, high temperature and high humidity when storing batteries.

•	 (Applicable to RM-200SF, RM-300X, RM-500, RM-320F, and RM-210F only)
	 Have the unit checked periodically by the shop from where it was purchased. Failure to do so may result 

in corrosion or damage to the unit or its mounting bracket that could cause the unit to fall, possibly causing 
personal injury.
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Warning: This equipment is compliant with Class A of CISPR 32. In a residential environment this equipment 
may cause radio interference.
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2. GENERAL DESCRIPTION
The TOA VX-3000 Series Integrated Voice Evacuation System is designed for both general and emergency 
purpose broadcasts.
It is comprised of the Voice Evacuation Frame, Digital Power Amplifier modules, Line Output module, Preamp 
Matrix Panel, Control Panel, Power Supply unit, Emergency Power Supply, and a user-specified number of 
Remote Microphones. 
The system complies with the EN54-16 Standard and its failure detection circuitry operates continuously to 
check components and speaker lines for any irregularities. If detected, failure warnings are provided by way of 
an LED indicator and a buzzer.
The VX-3000 system allows 4 types of broadcasts to be made: General-purpose broadcast such as general 
paging and BGM, Emergency warning broadcast that can be broadcast with priority over the Emergency 
broadcast, Emergency broadcast that the emergency messages are to be broadcast by an automatic 
announcement device or remote microphone, All-zone emergency broadcast* that is to be made available even 
during system malfunctions or failures.
Two patterns of the Emergency broadcast can be activated simultaneously.
The dedicated software is used to perform all necessary settings related to the entire system operation and 
functions including system configurations, input-to-output signal routing, function assignment to the operation 
keys, operation of the control terminals, and selection of the failure detection points.

* Available when an analog link is connected.

3. SYSTEM FEATURES
•	 VX-3000 system is a voice evacuation system. 
•	 Decentralized configuration is possible via network. 
•	 VX-3000 system is constructed up to 160 AB zones or 640 zones as system. 
•	 Speaker Selector function is implemented, then VX-3000 system is able to cover many zones. 
•	 A general broadcast for a sound quality regulating function is possible to digitalize all sound. 
•	 A general broadcasting is possible by latitude setting of control input/output and priorities.

4. SYSTEM EXAMPLE

LAN

VX-3000 System

VX-3000 System

1A

1B

4A

4B

VX-3004F

BGM unit

RM-300X

RM-500

RM-210F RM-200SF RM-320F

VX-3000PM

VX-3000CT VX-015DA/030DA/050DA/300LO

VX-3000DS or VX-3150DS
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1. VX-3004F/3008F/VX-3016F VOICE EVACUATION FRAME
VX-3004F, VX-3008F, and VX-3016F are collectively referred to as "VX-3000F" in this manual.
•	 The VX-3000F is a unit designed to control the Voice evacuation announcements of the VX-3000 series voice 

evacuation system.
•	 The VX-3000F is equipped with the audio input terminals and has the module slots for optionally accommodating 

3 kinds of digital power amplifier modules and a line output module.
•	 Compatible with network, the system can be configured in distributed arrangement.

[Front]

Amplifier section Fault status section

[Amplifier section] [Fault status section]

9
10
11
12

13
14
15
16

17
18
19
20 21 22 23

1
2
3

5
6
7
8

4

VX-3004F

VX-3008F

Amplifier section Fault status section

1
2
3

5
6
7
8

[Amplifier section] [Fault status section]

9
10
11
12

13
14
15
16

17
18
19
20 21 22 23

4
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	 1.	Power indicator (Green)
Lights when the power is supplied.
Flashes in standby state.

	 2.	RUN indicator (Green)
Normally flashes continuously. Goes off while in 
a CPU off state (p. 3-30). Also goes off while in 
standby state*1.
*1 ‌�A state during power failures or a state that the 

unit is internally initialized after power-on

	 3.	Emergency indicator (Red)
Lights when the VX-3000 system is in an 
emergency condition or while in a CPU off state 
(p. 3-30).

	 4.	CPU off indicator (Red)
Lights while in a CPU off state (p. 3-30).

	 5.	LAN A indicator (Green)
Lights when the LAN link A connector (49) on the 
rear panel is connected, and flashes during LAN 
communications.

	 6.	LAN B indicator (Green)
Lights when the LAN link B connector (49) on the 
rear panel is connected, and flashes during LAN 
communications.

	 7.	RS link A indicator (Green)
Lights when the RS link A connector (50) on 
the rear panel is connected, and flashes while 
communications are being performed via the RS 
link A connector.

	 8.	RS link B indicator (Green)
Lights when the RS link B connector (50) on 
the rear panel is connected, and flashes while 
communications are being performed via the RS 
link B connector.

	 9.	Amplifier peak indicators (Red)
Show the input signal state to the power amplifier 
when the module is installed.
The indicator corresponding to the module slot 
port will light if the input signal level exceeds +0.5 
dB*2.
It remains unlit when no module is installed.

	10.	Amplifier signal indicators (Green)
Show the input signal state to the power amplifier 
when the module is installed.
The indicator corresponding to the module slot 
port will light if the input signal level exceeds -25 
dB*2.
It remains unlit when no module is installed.

VX-3016F

[Amplifier section] [Fault status section]

9
10
11
12

13
14
15
16

17
18
19
20 21 22 23

1
2
3

5
6
7
8

4

Amplifier section Fault status section

*2 0 dB = 1 V
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	11.	Amplifier operate indicators (Green)
The indicator corresponding to the module slot 
port will light or go off depending on the operation 
state of the power amplifier when the power 
amplifier module is installed.

Operating status Indicator status
In-use Lit
Standby Unlit
DC fuse blowout Unlit
Protection* activated Unlit

* ‌�The built-in protection circuit operates if some 
irregularities occur inside the amplifier such as 
abnormal temperature rise or fan failure.

It remains unlit when the line output module is 
installed.
It remains unlit when no module is installed.

	12.	Amplifier power indicators (Green)
The indicator corresponding to the module slot 
port will light or go off depending on the operation 
state of the power amplifier when the power 
amplifier module is installed.

Operating status Indicator status
In-use Lit
Standby Lit
DC fuse blowout Unlit
Protection* activated Lit

* ‌�The built-in protection circuit operates if some 
irregularities occur inside the amplifier such as 
abnormal temperature rise or fan failure.

It remains unlit when the line output module is 
installed.
It remains unlit when no module is installed.

	13.	Zone fault indicators (Yellow)
Lights or flashes when the speaker line surveillance 
function detects 3 types of failures: poor insulation 
(ground fault), overload (line short), and cable 
disconnection.

	14.	Fuse fault indicator (Yellow)
Lights or flashes when DC fuse blowout are 
detected.

	15.	Power fault indicator (Yellow)
Lights or flashes when failures are detected in 
Power Supply Manager.

	16.	CPU fault indicator (Yellow)
Lights while in a CPU off state (p. 3-30) or when a 
failure is detected in the VX-3000F.

	17.	General fault indicator (Yellow)
Lights while in a CPU off state (p. 3-30) Lights or 
flashes when a failure is detected in the system.

	18.	Unit fault indicator (Yellow)
Lights or flashes when a failure is detected in the 
unit.

	19.	Network fault indicator (Yellow)
Lights or flashes when failures are detected in 
communications with the other VX-3000F. 
It also flashes or lights at network setting and 
when a configuration error occurs.

	20.	Emergency microphone fault indicator (Yellow)
Lights or flashes when failures are detected in 
Emergency Microphone.

	21.	Fault ACK key
The buzzer will sound and Fault indicator will 
flashes when a failure is detected in the system. 
Press this key to stop the buzzer and switches the 
Fault indicator from flashing to steady on.

	22.	Fault reset key
Pressing this key resets the failure information 
(the buzzer and fault indicators) for the system.

	23.	Lamp test key
Used to test each indicator on the front panel of 
the VX-3000F Voice Evacuation Frame.
All indicators remain lit and the buzzer sounds as 
long as this key is pressed. 



2-5

Chapter 2   NOMENCLATURE AND FUNCTIONS

	24.	Audio input volume controls
Adjust the input volume of each input channel. 
Rotating the control fully counterclockwise mutes 
the input sound source connected to that channel.

	25.	Module slots
Accommodate the VX-015DA, VX-030DA, or VX-
050DA, Digital Power Amplifier Module and VX-
300LO Line Output Module. The maximum number 
of the connectable units is as follows.
VX-3004F:	4 units
VX-3008F:	�3 units for the digital power amplifier 

module, and 2 units for the line output 
module

VX-3016F:	 2 units

	26.	Reset key
Pressing this key reactivates the VX-3000F.

	27.	ID switch
Sets the VX-3000F's ID number (device number).

	28.	DA control link connector
Connect this connector to the DA control link 
connector of the installed digital power amplifier 
module or the line output module.
�

	29.	DIP switch
[VX-3004F]
• Switches 1 – 6

These switches are not used.
• Switch 7

Used when confirming the firmware version. 
(See p. 4-2.)

• Switch 8
Used to set the IP address. (See p. 3-10.)

[VX-3008F]
• Switches 1 – 3 

Used to allocate speaker lines. (See p. 3-5.)
• Switches 4 – 6

These switches are not used.
• Switch 7

Used when confirming the firmware version. 
(See p. 4-2.)

• Switch 8
Used to set the IP address. (See p. 3-10.)

[VX-3016F]
• Switch 1

Used to place the unit in 2 channel mode 
operation. (See p. 3-5.)

• Switches 2 – 6
These switches are not used.

• Switch 7
Used when confirming the firmware version.  
(See p. 4-2.)

• Switch 8
Used to set the IP address. (See p. 3-10.)

Note
By default, switches 1 – 7 are set to OFF, and 
switch 8 to ON.

	30.	Impedance initialize key
Press this key to acquire the initial value of the 
speaker line impedance as failure detection is 
executed on the basis of the impedance change.

	31.	DA output link connector
Connect this connector to the DA output link 
connector of the installed digital power amplifier 
module.

This is an electric hazard mark.
There is the possibility of an electric shock when connecting cables.
Make connections when power is not supplied to the Digital Power 
Amplifier Modules VX-015DA, VX-030DA, and VX-050DA.

24 25

26 27 28 28 28 2829 30 31 313131

[Front panel detached]
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[Rear]

VX-3004F

VX-3008F

VX-3016F

90 W

32 33 33 3334 34 34 343335 3535 35 36

37 38 39 40 41 4342

44 45 46

47 48 49 50

90 W

44
45

3632 33 35 33 35 33 3534 34 34

37 3839

46

47 48 49 5051 52

42

41 4340

90 W

45
44

37 3839 51 52

42 3632 33 35 33 3534 34

46

47 48 49 5041 41 4340
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	32.	DC power input terminal
Connect an optional DC power supply unit to 
this terminal. Select the DC power supply source 
with consideration given to the current power 
consumption of the system the VX-3000F is to be 
connected to. 
(See the Instruction Manual attached to the VX-
3000DS or the VX-3150DS.)

	33.	Fuse
When an amplifier module is installed, its fuse 
can be checked.
You can replace the fuse with the amplifier module 
installed to the VX-3000F. (See p. 2-10.)

	34.	Amplifier model number indication window
When a power amplifier module is installed, you 
can check its model number.

	35.	Amplifier DC power input terminal
When a power amplifier module is installed, you 
can check its power input terminals. (See p. 2-10.)

	36.	Audio input terminals
Electronically-balanced 47 kΩ, –20 dB*/–60 
dB*, Terminal connectors. LINE or MIC input 
can be selected, and the phantom power supply 
turned on and off. (See the separate Setting 
Software Instructions, "UNIT CONFIGURATION 
SETTINGS.")
* 0 dB = 1 V

	37.	Signal ground terminal
Hum noise may be generated when external 
equipment is connected to the unit. Connecting 
this terminal to the signal ground terminal of the 
external equipment may reduce the hum noise.
Note: This terminal is not for protective ground.

	38.	Standby amplifier output connector
When a standby amplifier is shared by multiple VX-
3000F units, connect this connector to the standby 
amplifier input connector of other VX-3000F.

	39.	Standby amplifier input connector
When making the VX-3000F with no standby 
amplifier share the standby amplifier installed to 
other VX-3000F, connect this connector to  other 
VX-3000F's standby amplifier output connector.

	40.	MAC address
This is the MAC address* for the unit. Since 
the relationship of each unit location to its MAC 
address is established when setting the network 
attributes, keep track of this relationship for later 
use.
* ‌�The unit’s MAC address consists of 12 

hyphenated alphanumeric characters.

	41.	Speaker output terminals 
Connect speakers to these outputs.

	42.	ATT/Control output terminals
These terminals permit the VX-3000 system to 
control other connected external equipment.
Alternatively, these terminals become attenuator 
control outputs by setting.

	43.	Emergency control input terminal
Connect to an automatic fire alarm system and 
activate emergency broadcasts, play back/stop 
automatic emergency announcements and reset 
emergency broadcasts.
Two isolated voltage inputs which activates when 
the polarity of the applied voltage (24 V DC is kept 
applied to this terminal under normal condition) is 
reversed. 

	44.	DS link connectors
Connects this connector to the DS LINK IN 
connector of the VX-3000DS or the VX-3150DS.

	45.	Analog link output connector 
Connect this connector to the analog link input 
connector of the other VX-3000F.

	46.	Analog link input connector 
Connect this connector to the analog link output 
connector of the other VX-3000F.

	47.	Control output connectors
These RJ45 connectors permit the VX-3000 
system to control other connected external 
equipment.

	48.	Control input connectors
These RJ45 connectors receive activation signals 
from external equipment to enable external VX-
3000 system control.
Alternatively, these connectors become EOL 
inputs by setting.

33 34 35
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	49.	LAN link connectors
Connect the VX-3000 system components or 
switching hubs. (See p. 3-83 "VX-3000 Unit's 
LAN Link Connector Connection.")

	50.	RS link connectors
Connect the RM-200SF Fireman's Microphone 
or RM-300X/500 Remote Microphone to these 
connectors.
Note
Only one RM-200SF can be connected to each 
connector if the system is required to comply with 
EN54-16.

	51.	Extension output connectors
Connect these connectors to the Extension input 
connector of the VX-3000F in SS mode (with no 
built-in Digital Power Amplifier) for zone number 
expansion by the VX-3008F or VX-3016F. 

	52.	Extension input connectors
Connect these connectors of the VX-3008F or 
VX-3016F set to SS mode to the Extension output 
connector of the VX-3000F in normal mode.
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2. VX-015DA/030DA/050DA DIGITAL POWER AMPLIFIER MODULE
•	 The VX-015DA, VX-030DA, and VX-050DA are Digital power amplifier modules used for the VX-3000 system.
•	 They are module types with 1 channel of class-D digital power amplifier, which contributes to energy-saving 

and light weight design.
•	 The VX-015DA, VX-030DA, and VX-050DA also feature standby mode to be set for reducing standby power 

consumption.
•	 They require VX-3000F control unit and VX-3000DS or VX-3150DS power supply unit.

Module lineup includes the following 3 models different in rated output.
VX-015DA	:	150 W
VX-030DA	:	300 W
VX-050DA	:	500 W

1.	DA control link connector
Connect this connector to the DA control link 
connector of the VX-3000F to which this module is 
installed using the supplied harness.

2.	Fixing screw
Fixes the module to the VX-3000F.

3.	Model number indication

4.	DA output link connector
Connect this connector to the DA output link 
connector of the VX-3000F to which this module is 
installed using the supplied harness.

5.	Filter
Dustproof filter.
Remove and clean the filter periodically.
If the filter becomes clogged, heat will be trapped 
inside the module.

1
2

3 4

Appearance with 
a filter detached

Appearance with 
a filter attached

5

This is an electric hazard mark.
There is the possibility of an electric shock when 
connecting cables.
Make connections when power is not supplied to the 
Digi tal  Power Ampli f ier Modules VX-015DA, 
VX-030DA, and VX-050DA.

[Front]
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[Left Side]

8

6.	Fuse
Use a blade fuse described below depending on 
the power amplifier's rated output.

VX-015DA	 :	 10 A
VX-030DA	:	20 A
VX-050DA	:	30 A

7.	DC power input terminal
Connect an optional DC power supply unit to this 
terminal. (See the Instruction Manual attached to 
the VX-3000DS or the VX-3150DS.)

[Rear]

6 7

8.	Output voltage selection switch
Used to select power amplifier's rated output voltage.
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3. VX-300LO LINE OUTPUT MODULE
•	 The VX-300LO is a module that outputs the VX-3000F's audio signals at the line level.
•	 Designed to be installed in the VX-3000F, it outputs audio signals from the VX-3000F to an external device.

1.	DA control link connector
Connect this connector to the DA control link 
connector of the VX-3000F to which this module is 
installed using the supplied harness.

2.	Volume control
Fine adjusts the output level in the range of –∞ 
to 0 dB depending on the input sensitivity of the 
connected device.
Rotate this control clockwise to increase the 
volume level and counterclockwise to decrease it.
The output level is factory-preset to "0 dB."

3.	Fixing screw hole
Secure the module to the VX-3000F with the 
supplied screw.

4.	Audio output terminal
Removable terminal block (3P)
Outputs audio signals at the line level.

[Front] [Top]

1

3

2 4
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4. VX-3000PM PREAMP MATRIX PANEL
•	 The VX-3000PM is a 1U size*1 Preamplifier matrix panel mountable in an EIA standard equipment rack.
•	 The number of audio inputs, control inputs, and control outputs can be increased by connecting the VX-

3000PM to the VX-3000F via network. A single VX-3000PM unit can be connected to a single VX-3000F unit.
•	 The VX-3000PM is equipped with 8 audio inputs, to which various types of audio sources can be connected.
•	 The VX-3000PM is equipped with 20 control inputs and 10 control outputs, which accept the broadcast 

activation signals from external sources and control external devices depending on the broadcast status.

*1 1U size = 44.5 mm (standard size)

[Front]

5 6 7 8 92

10

1 12 3 34

1.	Fixing screws for front panel

2.	Input 1 jack [CH1]
Insert the microphone's phone plug into this jack.
This Input 1 takes precedence over the rear-
mounted Audio input terminal 1 internally connected 
to the Input 1.
Inserting the phone plug into this Input 1 jack 
disconnects the input of the rear-mounted Audio 
input terminal 1.

3.	Volume control section cover knob
The cover over the volume control section can be 
removed by pulling the both knobs.

4.	Volume control section cover
The volume controls for all input channels are 
located inside this cover.

5.	Volume control
Volume controls for each input.
Inputs 1 to 8 volume controls are arranged in order 
from left to right.
The volume increases as the knob is rotated 
clockwise, and is minimized when the knob is 
rotated fully counterclockwise (Position "0").

6.	Signal indicator (Green)
Signal indicators for each input.
Lights when the signal above a certain level is 
input.
The table below shows the appropriate relationship 
between the input level setting and the lighting 
level.

Input level setting Lighting level
0 dB*2 –25 dB*2

–20 dB*2 –45 dB*2

–40 dB*2 –65 dB*2

–60 dB*2 –85 dB*2 *2 0 dB = 1 V

[Front panel detached]

When the front panel is removed by loosening the front panel mounting screws, the input volume controls and 
the setting switches are exposed.
You can access the input volume controls when you remove the volume control section cover without detaching 
the front panel.
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	 7.	Input level setting switch 
Each input level of Inputs 1 through 4 are 
determined by ON/OFF combination of 2 switches.
You can select one of the following 4 input levels 
depending on the input signal level: 0 dB*2 or 
–20 dB*2 (line level), and –40 dB*2 or –60 dB*2 
(microphone level). (Factory default setting: 0 dB*2)
The table below shows the relationship between 
the switch ON/OFF combination and the input 
level.

Switch ON/OFF combination Input level
OFF OFF 0 dB*2

OFF ON –20 dB*2

ON OFF –40 dB*2

ON ON –60 dB*2

*2 0 dB = 1 V

(Factory default setting: All set to OFF)
• Switches 1, 2

Used to set the input level of Audio input 1.
• Switches 3, 4

Used to set the input level of Audio input 2.
• Switches 5, 6

Used to set the input level of Audio input 3.
• Switches 7, 8

Used to set the input level of Audio input 4.
Note
Do not touch the input level setting switch during 
broadcast.

	 8.	MAC address
This is the MAC address* for the unit. Since 
the relationship of each unit location to its MAC 
address is established when setting the network 
attributes, keep track of this relationship for later 
use.
* ‌�The unit’s MAC address consists of 12 

hyphenated alphanumeric characters.

	 9.	RUN indicator 
Continuously flashes when the unit's CPU is 
operating normally.

	10.	IP address setting switch 
Sets the unit's IP address.

(Factory default setting: All set to OFF)
• Switch 1

Sets whether to enable or disable IP address 
setting by the IP address setting switch.
ON:	� Enables the IP address set by the IP 

address setting switch.
OFF:	� Disables the IP address set by the IP 

address setting switch and enables 
the one set using the VX-3000 Setting 
Software.

• Switches 2 – 8
Set the IP address by ON/OFF combination of 7 
switches. (See p. 3-11.)

Notes
•	 If you have reset the IP address after power-on, 

be sure to restart the unit.
•	 The IP address setting switch allows the 

IP address to be set only in the range of 
"192.168.14.51" to "192.168.14.100". If you 
wish to set IP address out of this range, set it 
using the VX-3000 Setting Software. (See the 
separate Setting Software Instructions, "UNIT 
DETECTION AND NETWORK SETTINGS.")

OFF
ON OFF side

Note: Switches 1 through 8 numbered from left to right.

OFF
ON OFF side

Note: Switches 1 through 8 numbered from left to right.
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[Rear]

12

15

16

17 18 19 20 19 2013 1411 11

	11.	Cable tie fixture
Pass the cable tie through this fixture, then bundle 
and secure the cables connected to each terminal 
together with the cable tie.

	12.	Signal ground terminal
Be sure to ground this terminal for surge protection. 
Note: This terminal is not for protective ground.

	13.	Audio input terminals (1 – 8)
Connect audio signals such as audio player.
The Audio input terminals 1 through 4 are 
balanced inputs, of which input signal level can 
be set by the input level setting switch inside the 
front panel.
The Audio input terminals 5 through 8 are 
unbalanced inputs, each of which input signal 
level is fixed as shown below. 
Audio input terminals 5 and 6: –20 dB*
Audio input terminals 7 and 8: 0 dB*

* 0 dB = 1 V
Note
The Audio input terminals 5 through 8 are provided 
for connecting audio source devices installed in 
the equipment rack.

	14.	Control input terminals (1 – 20)
These terminals receive activation signals from 
external equipment to enable external VX-3000 
system control.
Note
The "–" (negative) terminals of the Control input 
terminals 1 through 20 are interconnected.

	15.	Power feed jumper 
A jumper is installed on the removable terminal 
plug by default. Power is supplied from the 
unit's inside to the circuit of the Control input 
terminals 1 through 20 (14). Detaching this 
jumper disconnects the internal power supply, 
necessitating an external power supply instead.
(See "Operation of the power feed jumper and the 
isolation jumper" illustrated below.)

	16.	Isolation jumper 
With the jumper installed, "–" (negative) terminals 
of the Control input terminals 1 through 20 (14) 
are connected to the power supply (Ground).
Detaching this jumper disconnects the "–" 
terminals from the unit, isolating the unit.
(See "Operation of the power feed jumper and the 
isolation jumper" illustrated below.)

[Operation of the power feed jumper and the 
isolation jumper]

VCC

GND

- +Power feed jumper

Photocoupler
Internal circuit

Isolation jumper

Control input
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	17.	Control output terminals
These terminals permit the VX-3000 system to 
control other connected external equipment.
• Control output terminals 1 – 5

Relay contact outputs (Form A contacts)
Withstand voltage:	30 V DC
Allowable current:	 1 A

• Control output terminals 6 – 10
Open collector outputs (polarized) 
Withstand voltage: 	30 V DC 
Allowable current: 	100 mA

Note
The "C" terminals of the Control output terminals 
6 through 10 are interconnected.

	18.	DC Power input terminals
Power is supplied to this terminal from the VX-
3000DS or VX-3150DS Power supply manager or 
the AD-246 AC Adapter.

	19.	LINK/ACT indicators
Indicates the connection status of the LAN 
connection terminal.
Lights or flashes when the connection is correct.
Remains unlit when no connection is established.

	20.	LAN link connectors
Connect the VX-3000 system components or 
switching hubs. (See p. 3-83 "VX-3000 Unit's 
LAN Link Connector Connection.")
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5. VX-3000CT CONTROL PANEL
•	 The VX-3000CT is a 1U size* Control panel mountable in an EIA standard equipment rack.
•	 Operation such as the activation of general broadcast and the input/output volume control can be performed 

by connecting the VX-3000CT to the VX-3000F via network. Up to 2 VX-3000CT units can be connected to 
a single VX-3000F unit.

•	 The VX-3000CT unit is equipped with 9 function keys and 8 volume controls, to each of which a function can 
be assigned using the VX-3000 Setting Software.

* 1U size = 44.5 mm (standard size)

[Front]

(Inside of the cover)

12 3 5 564 7 8

9 10 11

	 1.	Power indicator (Green)
Lights when power is being supplied.

	 2.	Status indicator (Yellow/Green)
Lights yellow or green, or goes off in 
synchronization with the operation state of the 
function key. 
(See the separate Operating Instructions, 
"INDICATOR STATUS OF THE CONTROL 
PANEL AND REMOTE MICROPHONES.")

	 3.	Selection indicator (Green)
Lights or goes off in synchronization with the 
operation state of the function key.
(See the separate Operating Instructions, 
"INDICATOR STATUS OF THE CONTROL 
PANEL AND REMOTE MICROPHONES.")

	 4.	Function keys
Pressing a specific function key executes the 
function that has been assigned to that key by 
the VX-3000 Setting Software. Assignment of 
functions to specific keys is done using the VX-
3000 Setting Software. 
(See the separate Setting Software Instructions, 
"VX-3000CT Setting.")

	 5.	Volume control section cover knobs
The volume control section cover can be removed 
by pulling the both knobs.

	 6.	Volume control section cover

	 7.	Fault indicator (Yellow)
Lights when an equipment error is detected.

	 8.	Reset key
Resets the VX-3000CT when this key is pressed.

	 9.	MAC address
This is the MAC address* for the unit. Since 
the relationship of each unit location to its MAC 
address is established when setting the network 
attributes, keep track of this relationship for later 
use.
* ‌�The unit’s MAC address consists of 12 

hyphenated alphanumeric characters.

	10.	Signal indicator (Green)
Indicates the status of the input or output assigned 
to the Volume control (11). If the indicator functions 
as input signal indicator, it lights when the audio 
level of the input channel assigned to the Volume 
control (11) is –25 dB or more regardless of the 
volume control value.
If the indicator functions as output signal indicator, 
it lights when the audio level of the set individual 
output zone is –25 dB or more.
The setting can be performed using the VX-3000 
Setting Software.
(See the separate Setting Software Instructions, 
"VX-3000CT Setting.")
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	11.	Volume control knobs
Adjusts the volume level of theVX-3000F's audio 
input or audio output in the range of –∞ to 0 dB.
The volume decreases as the knob is rotated 
clockwise, and increases as the knob is rotated 
counterclockwise.

Which volume level of the input channel or the 
output zone is to be adjusted can be assigned 
to the volume control using the VX-3000 Setting 
Software.
(See the separate Setting Software Instructions, 
"VX-3000CT Setting.")

[Rear]

12 13 13 14 15 1616 17 17 18

	12.	Signal ground terminal
Be sure to ground this terminal for surge protection. 
Note: This terminal is not for protective ground.

	13.	Cord clamps
Secures the power cord. (See p. 3-95.)

	14.	DC Power input terminals
Power is supplied to this terminal from the VX-
3000DS or VX-3150DS Power supply manager or 
the AD-246 AC Adapter.

	15.	IP address setting switch 
Sets the unit's IP address.

(Factory default setting: All set to OFF)
• Switch 1

Sets whether to enable or disable IP address 
setting by the IP address setting switch.
ON:	� Enables the IP address set by the IP 

address setting switch.
OFF:	� Disables the IP address set by the IP 

address setting switch and enables 
the one set using the VX-3000 Setting 
Software.

• Switches 2 – 8
Set the IP address by ON/OFF combination of 7 
switches. (See p. 3-14.)

Notes
•	 If you have reset the IP address after power-on, 

be sure to restart the unit.
•	 The IP address setting switch allows the 

IP address to be set only in the range of 
"192.168.14.111" to "192.168.14.200". If you 
wish to set IP address out of this range, set it 
using the VX-3000 Setting Software. (See the 
separate Setting Software Instructions, "UNIT 
DETECTION AND NETWORK SETTINGS.")

	16.	LINK/ACT indicators
Indicates the connection status of the LAN 
connection terminal.
Lights or flashes when the connection is correct.
Remains unlit when no connection is established.

	17.	LAN link connectors
Connect the VX-3000 system components or 
switching hubs. (See p. 3-83 "VX-3000 Unit's 
LAN Link Connector Connection.")

	18.	RUN indicator
Continuously flashes when the unit's CPU is 
operating normally.

OFF
ON OFF side

Note: Switches 1 through 8 numbered from left to right.
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6. RM-200SF FIREMAN'S MICROPHONE
•	 The RM-200SF Fireman’s Microphone features 3 function keys, 1 emergency key, 1 talk key, and the indicator 

lamps associated with these keys. Functions are assigned to the function keys using the VX-3000 Setting 
Software.

•	 Specially designed for both emergency and general purpose broadcast applications, the Fireman’s Microphone 
can be used for push-button zone selection and microphone broadcasts.

•	 VX-3000 setting software permits desired functions to be assigned to individual Function keys (equipped with 
2 LED indicators).

•	 Up to 4 RM-320F Remote Microphone Extension units can be used with each RM-200SF Remote Microphone.
• 	Up to 2 RM-200SF Fireman’s Microphones can be connected within a VX-3000F.
•	 The CPU switch enables all-zone emergency broadcasts from the RM-200SF Fireman’s Microphone, even 

when the CPU malfunctions.
• 	Failures of Emergency buttons and signal (both control and audio) path between the microphone (including 

the internal microphone element) and the VX-3000F are automatically detected.

[Front]

	 1.	Power indicator (Green)
Lights when the power is turned on.

	 2.	Emergency key  
Assign the function concerning the emergency 
broadcast to this key using the VX-3000 Setting 
Software.
This key lights or flashes depending on the 
assigned function.

	 3.	Monitor speaker
Used to monitor current broadcasts.

	 4.	Monitor speaker volume control
Adjusts the volume of the built-in Monitor speaker 
(3).

	 5.	Microphone volume control
Adjusts the input sensitivity of the Hand-held 
Microphone.

	 6.	Microphone hanger 
Used to hold the unit's Hand-held Microphone.

	 7.	CPU switch 
Normally set to ON. (Factory-preset: ON) 
Setting this switch to OFF in combination with 
the DIP switch (20) setting on the bottom surface 
allows the all-zone emergency broadcast to be 
made using a hand-held microphone by way of 
analog transmission not via the CPU control. 

	 8.	Indication label insert slot
The label can be printed using the VX-3000 
Setting Software. (See the separate Setting 
Software Instructions, "PRINTING LABELS FOR 
REMOTE MICROPHONES.")

RM-200SF

MIC SP CPU
OFF ON

1

2

3
4
5

6

7 8

9
10

11 12
13

14

15
16

17

[Hand-held microphone]

18
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	 9.	Failure indicator (Yellow/Red)
Flashes yellow if some problem within the system 
is detected. 
This indicator will light yellow if the signal to the 
VX-3000F to which the RM-200SF is connected 
is interrupted for 5 seconds or more. 
Lights red when the unit is placed in reset state by 
pressing the Reset Switch (11).

	10.	CPU indicator (Red)
Lights red when any one of the CPU switches 
on the RM-200SFs connected within the system 
is set to OFF or when the all-zone emergency 
broadcasts is being made by any one of the RM-
300Xs connected within the system.

	11.	Reset switch
Used to reactivate the RM-200SF unit.
Holding down both this switch and the R3 key 
of the Function keys (14) for 2 seconds or more 
causes the Failure Indicator (9) to light red, 
placing the RM-200SF in reset state.

	12.	Status indicators (Red/Yellow/Green)
Light, flash, or go off depending on the current 
operation state of function keys, failure state or 
emergency state. (See the separate Operating 
Instructions, "INDICATOR STATUS OF REMOTE 
MICROPHONES.")

	13.	Selection indicators (Green)
Light or go off depending on the current operation 
state of function keys. (See the separate Operating 
Instructions, "INDICATOR STATUS OF REMOTE 
MICROPHONES.")

	14.	Function keys (R1 – R3)
Positioned in top-down order (R1, R2, R3). 
Pressing a specific function key executes the 
function that has been assigned to that key by 
the VX-3000 Setting Software. Assignment of 
functions to specific keys is done using the VX-
3000 Setting Software. (See the separate Setting 
Software Instructions, "RM Event Settings.")

	15.	Microphone indicator (Green)
Lights or goes off depending on the current 
operation state of the Talk key.

	16. Broadcast Status Indicator (Yellow/Green)
Lights, flashes, or goes off depending on the 
current operation state of the Talk key.

	17.	Talk key
Press this key to broadcast a voice announcement. 
It must be pressed continuously for the duration 
of the broadcast.
The talk key operation method is fixed to "PTT," 
and can not be changed.

	18.	Microphone
Used for voice announcements.

EX
TE

N
SI

O
N

19 	19.	RM-320F connection terminal 
Connect the RM-320F Remote Microphone 
Extension unit to this terminal. (See p. 2-21.)

[Side]
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[Wall mount bracket unit (Accessory)]

23
24

[Rear]

8
7
6
5
4
3
2
1

TERMINATION

CPU OFF
LEVEL METER
COMMUNICATION

UNIT ID

OnOff
DIP SWITCH

20 21 22

	20.	DIP switch
Used for setting the RM-200SF unit.
•	Switches 1 – 3 [UNIT ID]
	‌� Set the RM-200SF's device number (ID number). 

(See p. 3-19.)
•	Switch 4 [COMMUNICATION]
	� Not used.
	 Normally set to OFF.
•	Switch 5 [LEVEL METER]
	� Changes a broadcast status indicator (12) into 

an output signal level indicator. (See p. 3-22.)
•	Switch 6 [CPU off]
	� Sets whether the CPU off function (all-zone 

emergency broadcasts) is enabled or disabled. 
(See p. 3-30.)

•	Switch 7
	 Not used. Normally set to OFF .
•	Switch 8 [TERMINATION]
	� Sets the termination of the RM communication 

line (Control communication lines between the 
VX-3000F and the RM-200SF). Normally set to 
OFF. (See p. 3-31.)

Note
By default, switches 1 – 5 and 7 are set to OFF, 
and switches 6 and 8 to ON.

	21.	USB terminal
Not used.

	22.	Extension connector
Connect this connector to the extension connector 
(23) of the Wall Mount Bracket Unit (accessory). 
(See p. 3-42.)

	23.	Extension connector
Connect the cable extending from the RM-200SF 
to this connector. (See p. 3-42.)

	24.	Screw terminal block
• Audio monitor line [MONITOR IN]

Connect the audio monitor input line from the 
VX-3000F to the RM-200SF.

• RM communication line [DATA]
Connect the control communication line between 
the VX-3000F and the RM-200SF.

• Audio output line [AUDIO OUT]
Connect the audio signal output line from the 
RM-200SF to the VX-3000F.

• DC power input [DC IN 24 V]
Used to supply DC power from the VX-3000F to 
the RM-200SF.

• Shield [SHIELD]
Used for the control line through which the 
VX-3000F system confirms the RM-200SF's 
connection.
Be sure to connect at least one of two terminals 
to the VX-3000F.
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7. RM-320F FIREMAN'S MICROPHONE EXTENSION
Each connected RM-320F Extension unit adds 20 Function keys to the base RM-200SF.

[Front]

5
6

1

2
3

4
5

2
3

4

1.	Connection cable
Used for connection to the RM-200SF or other 
RM-320F.

2.	Indication label insert slot
The label can be printed using the VX-3000 Setting 
Software. (See the separate Setting Software 
Instructions, "PRINTING LABELS FOR REMOTE 
MICROPHONES.")

3.	Status indicators (Red/Yellow/Green)
Light, flash, or go off depending on the current 
operation state of function keys.

4.	Selection indicators (Green)
Light or go off depending on the current operation 
state of function keys.

5.	Function keys (1 – 20)
Keys are numbered from 1 to 10 from upper left 
to bottom and from 11 to 20 from upper right to 
bottom.
Pressing a specific function key executes the 
function that has been assigned to that key by the 
VX-3000 Setting Software. Assignment of functions 
to specific keys is done using the VX-3000 Setting 
Software. 
(See the separate Setting Software Instructions, 
"RM Event Settings.")

6.	RM connection terminal [EXTENSION]
Connect the other RM-320F to this terminal.

[Side]
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8. RM-300X REMOTE MICROPHONE
•	 The RM-300X Remote Microphone features 13 function keys, 1 covered key, 1 talk key, and the indicator 

lamps associated with these. Functions are assigned to the function keys using the VX-3000 Setting Software.
•	 VX-3000 setting software permits desired functions to be assigned to individual Function keys (equipped with 

2 LED indicators).
•	 Connecting RM-210F Remote Microphone Extension (maximum 7) to the RM-300X expands the number of 

function keys and indicators in blocks of 10.
• 	Up to 8 RM-300X Remote Microphones can be connected within a VX-3000F.
•	 The DIP switch setting enables all-zone emergency broadcasts from the RM-300X Remote Microphone, even 

when the CPU malfunctions.

[Top]

1

3 5

6

7

8

8
10

2 4 6 7 9

11 12 13

	 1.	Microphone
Used for voice announcements.

	 2.	Power indicator (Green)
Lights when the power is turned on.

	 3.	Failure indicator (Yellow/Red)
Flashes yellow if some problem within the system 
is detected. 
This indicator will light yellow if the signal to the 
VX-3000F to which the RM-300X is connected is 
interrupted for 5 seconds or more. 
This indicator will light red while the all-zone 
emergency broadcasts is being made (p. 3-30) 
or the RM-300X is in the reset process.

	 4.	Emergency indicator (Red)
Lights or flashes depending on the function 
assigned to the Emergency key.

	 5.	Emergency/all-zone emergency broadcast key
(Covered)
[Function concerning the emergency broadcast]
Assign the function concerning the emergency 
broadcast to this key using the VX-3000 Setting 
Software.
[Function concerning the all-zone emergency 
broadcast]
Independently of settings made by the VX-3000 
Setting Software, holding down this key for 4 
seconds or more in combination with DIP switch 
(14) setting causes the CPU to be bypassed, 
enabling the all-zone emergency broadcast to 
be made by way of analog transmissions. (See 
p. 3-30.)

	 6.	Indication label insert slots
Labels can be printed using the VX-3000 Setting 
Software. (See the separate Setting Software 
Instructions, "PRINTING LABELS FOR REMOTE 
MICROPHONES.")
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	 7.	Status indicators (Red/Yellow/Green)
Light, flash, or go off depending on the current 
operation state of function keys, failure state or 
emergency state. (See the separate Operating 
Instructions, "INDICATOR STATUS OF REMOTE 
MICROPHONES.")

	 8.	Selection indicators (Green)
Light or go off depending on the current operation 
state of function keys. (See the separate Operating 
Instructions, "INDICATOR STATUS OF REMOTE 
MICROPHONES.")

	 9.	Function keys (R1 – R10)
Positioned in top-down order (R1, R2 ... R10). 
Pressing a specific function key executes the 
function that has been assigned to that key by the 
VX-3000 Setting Software. 
Assignment of functions to specific keys is done 
using the VX-3000 Setting Software. (See the 
separate Setting Software Instructions, "RM 
Event Settings.")

	10.	Talk key
Press this key to broadcast a voice announcement. 
If the Talk key is set to "PTT " ("press-to-talk") 
mode, then it must be pressed continuously for 
the duration of the broadcast. 

If the Talk key is set to "Lock" mode, then it must 
be pressed once to turn the microphone on at 
the beginning of a broadcast, then pressed again 
to turn the microphone off once the broadcast is 
finished. 
The microphone can also be set to sound a chime 
at the beginning and/or end of each broadcast. 
The Talk key mode ("PTT" or "Lock") and the 
chime function are set using the VX-3000 Setting 
Software. (See the separate Setting Software 
Instructions, "Unit Configuration Settings.")

	11.	Function keys (L1 – L3)
Positioned in top-down order (L1, L2, L3). 
These keys operate in the same manner as the 
Function keys (R1 – R10) (9).

	12.	Broadcast status indicator (Yellow/Green)
Lights, flashes, or goes off depending on the 
current operation state of the Talk key.

	13. 	Microphone indicator (Green)
Lights or goes off depending on the current 
operation state of the Talk key. Flashes while the 
chime is being activated.

[Side]

14 15

	14.	DIP switch
Used for setting the RM-300X unit.
• Switches 1 – 3

Sets the RM-300X's device number (ID number). 
(See p. 3-19.)

• Switch 4
Changes a broadcast status indicator (12) into 
an output signal level indicator. (See p. 3-22.)

• Switch 5
Sets whether the CPU off function (all-zone 
emergency broadcasts) is enabled or disabled. 
(See p. 3-30.)

• Switch 6
Not used.

Note
By default, switches 1 – 4 and 6 are set to OFF 
and switch 5 to ON.

	15.	RM-210F connection terminal [EXTENSION]
Directly connect the RM-210F Remote 
Microphone Extension unit to this terminal. 
(See p. 3-45.)
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[Rear]

2116 18 1917 20

	16.	Power input terminal [DC POWER IN]
Connect an optional AD-246 AC adapter to this 
terminal when extending cable length.
(See p. 3-72.)
Power is usually supplied to the RM-300X and 
RM-210F from the VX-3000F. 

	17.	USB terminal
Not used.

	18.	RM link connector 
Used to connect an VX-3000F via a STP Category 
5 cable.

	19.	Speaker volume control 
Adjusts the volume of the built-in speaker.

	20.	Microphone volume control
Adjusts the volume of the microphone (1) and the 
external microphone connected via the external 
microphone input terminal (21).

	21.	External microphone input terminal 
Audio input jack to use as an external microphone 
input*1 or AUX input
Jumper settings on the circuit board must be 
changed depending on the input sources. 
(See p. 3-32, p. 3-34.)
[Specifications used as External microphone 
input] 
–40 dB*2, 2.2 kΩ, unbalanced, mini-jack, and 
phantom power.
[Specifications used as AUX input] 
–20 dB*2, 4.7 kΩ, unbalanced, mini-jack.

*1	� The WH-4000A, YP-M101, or YP-M301 can be used for the external microphone.
*2	 0 dB = 1 V

Note

The Equipment marking label shown at left is affixed to the unit's bottom side.
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9. RM-210F REMOTE MICROPHONE EXTENSION
Each connected RM-210F Extension unit adds 10 Function keys to the base RM-300X.

[Top]

1

3
2

4

1.	Indication label insert slot
The label can be printed using the VX-3000 Setting 
Software. (See the separate Setting Software 
Instructions, "PRINTING LABELS FOR REMOTE 
MICROPHONES.")

2.	Status indicators (Red/Yellow/Green)
Light, flash, or go off depending on the current 
operation state of function keys.

3.	Selection indicators (Green)
Light or go off depending on the current operation 
state of function keys.

4.	Function keys (1 – 10)
Positioned in top-down order (1, 2 ... 10). 
Pressing a specific function key executes the 
function that has been assigned to that key by the 
VX-3000 Setting Software. 
Assignment of functions to specific keys is done 
using the VX-3000 Setting Software. (See the 
separate Setting Software Instructions, "RM Event 
Settings.)

5

[Side]

5.	RM connection terminal [EXTENSION]
Connect the RM-300X or other RM-210F to this 
terminal. (See p. 3-45.)
Note
Another same terminal is on the other side.

Note

The Equipment marking label shown at left is affixed to the unit's bottom side.
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10. RM-200RJ TERMINAL UNIT
Convert the RJ45 connector into a screw terminal block. It is used to connect between a trunk cable (such as 
CPEV cable) and a feeder cable (such as LAN cable) in wiring a remote microphone.

[Front]

1

2

3

4

1.	RM link terminal
Connect to the RS link terminal of the VX-3000F or 
RM link terminal of the RM-300X or RM-500.

2.	Power monitor switch
Set to ON to enable the Power monitor indicator. 
(Factory-preset: ON)

3.	Power monitor indicator (Green)
Lights if the source voltage of the DC power input 
exceeds the minimum operating voltage of the RM-
300X or RM-500 when the Power Monitor Switch is 
set to ON.

4.	Screw terminal block
The Screw terminal block and RM link terminal are 
internally connected in parallel. Numbers 1 through 
8 indicated beside each terminal correspond to the 
pin numbers of the RJ45 connector to be connected 
to the RM link terminal (1).
•	Audio monitor terminals [MONITOR H/C]

Connect the audio monitor line from the VX-
3000F to the RM-300X.

•	Audio output terminals [AUDIO H/C]
Connect the audio output line from the RM-300X 
or RM-500 to the VX-3000F.

•	RM communication terminals [DATA +/–]
Connect the control communication line between 
the VX-3000F and the RM-300X or RM-500.

•	DC power input terminals [DC 24 V +/–]
Used to supply DC power from the VX-3000F to 
the RM-300X or RM-500.

•	Shield terminals [SHIELD]
Connect the shield wires for noise reduction or 
for system control.
Be sure to connect at least one shield wire.
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11. RM-500 REMOTE MICROPHONE
•	 The RM-500 is a desktop type remote microphone designed for general broadcast.
•	 Equipped with an LCD screen, it can display up to 80 function names registered in advance, allowing these 

functions to be executed with the key operation.
•	 Pressing the AUX key enables the control of only the external audio signals.
•	 The speech intelligibility function makes it easier to hear the microphone announcements even in noisy 

environments, and also allows the microphone to pick up the audio signals at an appropriate level even if 
speaking too close to or too far from it. 

•	 Can be mounted on the wall by using an optional wall mounting bracket.

1 12

5 6 67 8 9 10 11
3

12

4

	 1.	Numeric keys
Normally, select the item number displayed on 
the LCD screen. The functions set with the VX-
3000 Setting software can be executed.
When the menu screen is displayed, these keys 
are used to select the menu item number or the 
option number.

	 2.	LCD screen
Normally, displays a list of the set functions and 
the status of the broadcast or function.
Shifting Switch 6 of the Setting switch (16) to 
the ON position switches the mode to the direct 
selection, displaying the line number registration 
screen.
Shifting Switch 7 of the Setting switch (16) to the 
ON position switches the screen to the menu 
display.

	 3.	Microphone indicator (green) 
Lights during the microphone broadcasts. 
However, it does not light when announcements 
are being broadcast from the microphone 

connected to the AUX input terminal.
You can also set it to OFF by the system setting.
(See p. 3-24 "Setting The RM-500's Menu.")

	 4.	Microphone
Used for making general broadcasts.
The microphone volume can be adjusted with the 
Microphone volume control (15). 

	 5.	ALL key
Selects the preset zones.

	 6.	F1/F2 key
The functions set with the VX-3000 Setting 
software can be executed.

	 7.	AUX key
Press this key to broadcast the audio signals fed 
to the AUX input terminal (20).
When the menu screen is displayed, pressing this 
key executes the operation as shown by the guide 
displayed in the lower left of the screen.

[Top]
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13 14 15

	 8.	  key
Press this key to move to the previous page from 
the current page displayed on the LCD screen.
When the menu screen or the line number 
registration screen is displayed, pressing this key 
executes the operation as shown by the guide 
displayed in the lower center of the screen.

	 9.	Clear key
Terminates the broadcast when pressed while 
broadcast is in progress. 
Cancels the selection for all zones being selected 
in normal mode on the LCD screen.

	10.	  key
Press this key to move to the next page from the 
current page displayed on the LCD screen.
When the menu screen or the line number 
registration screen is displayed, pressing this key 
executes the operation as shown by the guide 
displayed in the lower center of the screen.

	11.	Talk key
Press this key to broadcast a voice announcement. 
Set the key operation mode to either PTT or Lock 
at the system setup.
If the Talk key is set to "PTT" ("press-to-talk") 
mode, then it must be pressed continuously for 
the duration of the broadcast. 
If the Talk key is set to "Lock" mode, then it must 
be pressed once to turn the microphone on at 
the beginning of a broadcast, then pressed again 
to turn the microphone off once the broadcast is 
finished. 
(See the separate Setting Software Instructions, 
"Unit Configuration Settings.")

	12.	Talk indicator (green)
Lights or goes off depending on the current 
operation state of the Talk key.

[Left side]

	13.	Microphone fixing cover
A cover to fix the microphone. 
For wall hanging installation, remove this cover 
and change the orientation of the microphone.
(See p. 3-49 "Changing the orientation of the 
microphone.")

	14.	AUX volume control
Adjusts the volume of AUX input.
Rotate this control clockwise to increase the 
volume level and counterclockwise to decrease it.
The input level can be checked on the menu 
screen.
(See p. 3-24 "Setting The RM-500's Menu.")

	15.	Microphone volume control
Adjusts the microphone volume.
Rotate this control clockwise to increase the 
volume level and counterclockwise to decrease it.
The input level can be checked on the menu 
screen.
(See p. 3-24 "Setting The RM-500's Menu.")
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2316 17
18

19
20

21

22
22

23

[Bottom]

	16.	Setting switch
•	Switches 1 – 4 [ID NUMBER]

Sets the RM-500's device number (ID number). 
(See p. 3-19 "The ID Number Settings (RM-
200F and RM-300X: Switches 1 – 3 operation 
or RM-500: Switches 2 – 4 operation).")

•	Switch 5 [AUX LEVEL]
Sets the input level of the AUX input terminal.
OFF:	 Line level
ON:	 Microphone level
(See p. 3-33 "Setting the Level of the AUX Input 
Terminal (RM-500 Only).")

•	Switch 6 [DIRECT MODE]
Set to ON when using the direct selection mode.
(See p. 3-33 "Setting for using the direct 
selection function (RM-500 Only)" and the 
separate Operating Instructions, "Making 
Microphone Announcements in Direct Selection 
Mode.")

•	Switch 7 [SETTING MODE]
Set to ON when performing RM-500 setting.
(See p. 3-24 "Setting The RM-500's Menu.")

•	Switch 8 [TERMINATION]
Set the termination of the line when connecting 
multiple general-use remote microphones to 
the VX-3000F.
(See p. 3-31 "Termination Setting (RM-200SF, 
RM-500: Switch 8 operation).")

Note
By default, switches 1 – 7 are set to OFF, and 
switch 8 to ON.

	17.	AC adapter connection terminal
Connect an optional AD-246 AC adapter to this 
terminal when extending cable length. 
Power is usually supplied to the RM-500 from the 

VX-3000F. 
(See p. 3-72 "When power is supplied from the 
AC adapter.")

	18.	Control input terminal
You can assign functions such as general pattern 
broadcast and emergency input broadcast to this 
terminal.
(See the separate Setting Software Instructions, 
"Control Input Event Setting.")
No-voltage make contact
Open voltage: 	 30 V DC
Short-circuit current:	 10 mA

	19.	Control output terminal
When wishing to output the system status to 
the external device, connect this terminal to the 
external device.
(See the separate Setting Software Instructions, 
"Control Output Pattern Setting.")
Open collector outputs (polarized) 
Withstand voltage:	 30 V DC
Control current: 	 35 mA

	20.	AUX input terminal
When set to Line level input:
	 –20 dB*, 10 kΩ, unbalanced
When set to Microphone level input:
	 –60 dB*, 2.2 kΩ, unbalanced
The input level is set by Switch 5 of the Setting 
switch (16).
Broadcasts can be made through the AUX input 
by connecting such external equipment as a 
sound source unit or microphone to this terminal. 
It does not supply the phantom power.

* 0 dB = 1 V
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12. SX-200EL END OF LINE UNIT
Connected at the end of speaker line, the SX-200EL will detect abnormalities such as short-circuit, open-circuit, 
and ground fault of a speaker line.

Notes
•	 The SX-200EL is designed for exclusive use with the VX-3004F.
•	 The SX-200EL is sold only in Europe.

13. VM-300SV END OF LINE UNIT
Speaker line failure can be detected when an EOL unit is connected between the speaker line end and the 
control input terminal of the VX-3008F and VX-3016F.

Note
The VM-300SV is designed for exclusive use with the VX-3008F and VX-3016F.

H
C
E 1

1.	Speaker line connection terminal
Connect the EOL unit to the end of the speakerline. 
Be sure to connect the speaker's shield cable to 
the E terminal of EOL unit, and the other end of 
the cable to the E terminal of the VX-3004F unit's 
speaker output terminal.

1.	Control line connection screw terminal (CN 2)
Connect to the VX-3008F/3016F unit's control 
input terminal.

2.	Speaker line connection screw terminal (CN 1)
Connect to the speaker line end.

G
C

CN2 CN1
H
C
E

1 2

	21.	RM link connector 
Used to connect an VX-3000F via a STP Category 
5 cable.

	22.	Wall mounting bracket mounting holes
Used when installing the RM-500 on the wall 
in conjunction with the optional wall mounting 
bracket.
(See p. 3-50 "Hanging the RM-500 on the wall.")

	23.	Wiring cable fixing holes
Used to bind the wiring cables.
(See p. 3-58 "Connecting the Cable to the Push-
in Terminal Block.")
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1. VX-015DA, VX-030DA, AND VX-050DA DIGITAL POWER AMPLIFIER MODULE

1.1. Changing the Speaker Line Voltage

Though the speaker line voltage of the VX-015DA, VX-030DA, and VX-050DA is factory-preset to 100 V, you 
can change it to 50 V or 70 V with the output voltage selection switch on the power amplifier's side.

Note
The speaker line failure detection functions are designed to perform on a 100-volt line of speaker. 
For the methods using a 70- or 50-volt line, please consult your TOA dealer.

1.2. Replacing the Blade Fuse

When the blade fuse blew, replace it with new one following the procedures below.

	Step :	Replace the blade fuse on the rear panel.

Tip
You can replace the fuse with the amplifier module installed in the VX-3000F.

[Capacity]
Model No. Capacity
VX-015DA Blade-Type Fuse 10 A
VX-030DA Blade-Type Fuse 20 A
VX-050DA Blade-Type Fuse 30 A

VX-015DA/030DA/050DA side

Output voltage selection switch

Fuse

VX-015DA/030DA/050DA rear

Be sure to switch off the amplifier's power when replacing the fuse. 
Inserting or removing the fuse with the amplifier's power on may cause 
personal injury.

WARNING
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2. VX-3004F, VX-3008F, AND VX-3016F VOICE EVACUATION FRAME
2.1. Installing VX-015DA/030DA/050DA Digital Power Amplifier Module

Multiple Digital power amplifier modules can be installed in each VX-3000F unit. The number of the Digital 
Power Amplifier modules to be installed and their mounting slot ports differ depending on the zone and amplifier 
module configurations.

[Configuration and mounting slot port in the VX-3004F]
Without standby amplifier With standby amplifier

1 2 3 4/STANDBY 1 2 3 4/STANDBY
0-Zone No configuration settable �

1AB-Zone � � �

2AB-Zone � � � � �

3AB-Zone � � � � � � �

4AB-Zone � � � � No configuration settable

[Configuration and mounting slot port in the VX-3008F]
Without standby amplifier With standby amplifier

1 2 STANDBY 1 2 STANDBY
8 speaker selectors No configuration settable
1 Channel, 8 speaker selectors � � �

2 Channels, 8 speaker selectors � � � � �

[Configuration and mounting slot port in the VX-3016F]
Without standby amplifier With standby amplifier

1 2/STANDBY 1 2/STANDBY
16 speaker selectors No configuration settable

1 Channel, 16 speaker selectors � � �

2 Channels, 8 speaker selectors � � No configuration settable

The power amplifier to be installed as a standby amplifier must have the rated power output equal to or larger 
than the maximum output of the power amplifiers which share the standby amplifier.

Legend
� 	 :	Installation required

	 :	Installation not required



3-4

Chapter 3   INSTALLATION AND SETTING PROCEDURES (HARDWARE)

	Step 1.	Shut off the power.
Shut off the power when the power is supplied to 
the VX-3000F unit.

	Step 2.	Detach the front panel.
Remove 4 fixing screws for front panel and detach 
the front panel.

	Step 3.	Install the digital power amplifier module.
Insert the power amplifier module along the 
supporting runner until it will not go any further, then 
secure it using a power amplifier module fixing screw.
Note
Use a #2 bit Philips screwdriver to tighten the fixing 
screw.

	Step 4.	Lift the lower portion of the filter, then connect 
cables.

	 4-1.	 Connect both the power amplifier module's DA 
control link connector and DA output link connector 
to the VX-3000F's corresponding connectors. 
Use the cables supplied with the power amplifier 
module.
Note
After the cable connection is complete, be sure 
to push the cables against the amplifier side to 
prevent them from protruding so that the front panel 
can be easily mounted without obstructing its work.

	 4-2.	 Replace the filter.

	Step 5.	When installing two or more power amplifier 
modules, repeat Steps 3 and 4.

	Step 6.	Replace the front panel. 
Secure it using 4 fixing screws for front panel.

VX-3000F

 Fixing screws for front panel2

3

Fixing screw

VX-3000F
front

VX-015DA/
030DA/050DA

[Power amplifier installation procedure]

There is a high voltage section inside the power amplifier's filter. Never 
insert your finger or metallic objects inside the unit. When attaching or 
detaching the connector, never touch the internal components other 
than connectors. 

WARNING

4

DA control link connector DA output link connector

Filter
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2.2. The Zones Allocation Setting

For the VX-3008F and VX-3016F units, the preset relationship between broadcast zones and power amplifier/
line output modules can be changed by the settings of the DIP switch inside the front panel.
VX-3008F:	 You can perform the zone allocation settings for all-zone emergency broadcast at CPU off state.
	 Note
	 For normal broadcasts, use the VX-3000 Setting Software to perform this setting.
VX-3016F:	‌� You can perform the zone allocation settings for normal broadcasts, and all-zone emergency 

broadcast at CPU off state.
[Modules inside the VX-3008F and output zone configuration]

Switch Figure Module and output zone configuration1 2 3
OFF OFF OFF Allocates the Slot 1's output to Zones 1 through 8.

ON OFF OFF Allocates the Slot 1's output to Zones 1 through 7 and the Slot 2's output 
to Zone 8.

OFF ON OFF Allocates the Slot 1's output to Zones 1 through 6 and the Slot 2's output 
to Zones 7 and 8.

ON ON OFF Allocates the Slot 1's output to Zones 1 through 5 and the Slot 2's output 
to Zones 6 through 8.

OFF OFF ON Allocates the Slot 1's output to Zones 1 through 4 and the Slot 2's output 
to Zones 5 through 8.

ON OFF ON Allocates the Slot 1's output to Zones 1 through 3 and the Slot 2's output 
to Zones 4 through 8.

OFF ON ON Allocates the Slot 1's output to Zones 1 and 2 and the Slot 2's output to 
Zones 3 through 8.

ON ON ON Allocates the Slot 1's output to Zone 1 and the Slot 2's output to Zones 2 
through 8.

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

1 2 3 4

ON

[Modules inside the VX-3016F and output zone configuration]
Switch Figure Module and output zone configuration1
OFF Allows to allocate the Slot 1's output to Zones 1 through 16 

(1 channel, 16 speaker selectors)

ON Allows to allocate the Slot 1's output to Zones 1 through 8 and the Slot 2's 
output to Zones 9 through 16. (2 channels, 8 speaker selectors)

1 2 3 4

ON

1 2 3 4

ON
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	Step 1.	Detach the front panel.
Remove 4 fixing screws for front panel and detach 
the front panel.

	Step 2.	Set the DIP switch.
Set the DIP switch so that power amplifier modules 
and Zone configurations are obtained as intended.

	Step 3.	Replace the front panel. 
Secure it using 4 fixing screws for front panel.

VX-3000F front

Fixing screws for front panel1

2 VX-3000F front
 (Front panel detached) 

DIP switch

 

WARNING
There is a high voltage section inside the power 
amplifier's filter. Never insert your finger or 
metallic objects inside the unit.

[DIP Switch setting]
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3. VX-300LO LINE OUTPUT MODULE
The VX-3000F is designed to accommodate the VX-300LO Line output modules by the number of the units 
described below. 

VX-3004F: Up to 4 units
VX-3008F: Up to 2 units
VX-3016F: Up to 2 units

[Line output module installation procedure]

	Step 1.	Shut off the power.
Shut off the power when the power is supplied to 
the VX-3000F unit.

	Step 2.	Detach the front panel.
Remove 4 fixing screws for front panel and detach 
the front panel.

	Step 3.	Install the line output module.
Insert the line output module along the supporting runner, then secure it using a screw supplied with 
the module.
Note
Use a #2 bit Philips screwdriver to tighten the fixing screw.

	Step 4.	Make connection to the DA control link terminal.
Connect to the VX-3000F’s DA control link terminal using the cables supplied with the module.
Tip
If you cannot proceed with the procedure in the order from Steps 4 to 7 depending on the installation 
situation, do it in the order that suits your convenience.

VX-3000F

 Fixing screws for front panel2

Machine screw with washer M4 x 8
(supplied with the VX-300LO)

DA control link terminal

VX-3000F
front

VX-300LO

4 3
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	Step 5.	Attach each of the mount bases supplied with the Line output module to 2 places. (See the figure 
below.)

	Step 6.	Connect the cable to the 3-pin removable terminal plug supplied with Line output module, then attach 
the terminal plug to the module.
See p. 3-57 for connection of the removable terminal plug.

	Step 7.	 Extract the cable from the cable exit opening in the VX-3000F's rear panel, then secure it to the mount 
base with the cable tie.
Notes
•	 Do not allow the cable to protrude outward from the VX-3000F’s frame unit and from between the 

rails on both sides.
•	 Do not allow the cable pulled out from the opening in the rear panel of the VX-3000F’s frame to 

contact with a sharp edge.

	Step 8.	Replace the front panel. 
Secure it using 4 fixing screws for front panel removed in Step 2.

VX-300LO

Removable terminal plug 
(3P, supplied with the VX-300LO)

VX-3000F
rear

80 mm

Secure the cable with the cable tie.

Mount base*2

(supplied with the 
VX-300LO)

Mount base*1

(supplied with the 
VX-300LO)

*2

*3

5

5

6

7
7

Attach the mount base near 
the center between the rails.

Do not allow the cable to 
protrude from the frame 
unit.

Do not allow the cable to 
protrude from the frame 
unit.

*1

Secure the cable with the 
cable tie.*3

Attach the mount base so as not to 
block the slots in the frame.
Secure the cable so as not to contact 
with the frame edge.
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	Step 1.	Detach the front panel.
Remove 4 fixing screws for front panel and detach 
the front panel.

Notes
•	 When setting the ID number for multiple VX-3000F units, assign different numbers to each unit. The ID 

number that can be used must not exceed the actual number of VX-3000F units set using the VX-3000 
Setting Software.

•	 If an ID number is duplicated, then the VX-3000F units assigned that number cannot be controlled by the VX-
3000F system.

•	 The VX-3000F set to ID "0" plays a role of a leader in the whole system, displaying the "GENERAL FAULT" 
indication and outputting its signal when malfunction occurs within the system.

•	 In a single VX-3000F configuration, set the ID number to "0."

[ID number setting]

Note: The ID number is set to No. 0 by default.

ID switch A 0

B 0 1 2 3 4 5 6 7 8 9 A B C D E F

ID number 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

Arrowhead

ID NUMBER

A

B

ID switch A 1

B 0 1 2 3 4 5 6 7 8 9 A B C D E F

ID number 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31

Arrowhead

ID NUMBER

A

B

VX-3000F front

Fixing screws for front panel1

2 ID Switch
VX-3000F front
(Front panel detached) 

 

WARNING
There is a high voltage section inside the power 
amplifier's filter. Never insert your finger or 
metallic objects inside the unit.

	Step 3.	Replace the front panel. 
Secure it using 4 fixing screws for front panel .

3.1. The ID Number Setting

	Step 2.	Set the ID switches.



3-10

Chapter 3   INSTALLATION AND SETTING PROCEDURES (HARDWARE)

	Step 1.	Detach the front panel.
Remove 4 fixing screws for front panel and detach 
the front panel.

	Step 2.	Set the switch 8 of the DIP switch to OFF.

	Step 3.	Press the reset key. 
The VX-3000F is reactivated.

	Step 4.	Replace the front panel. 
Secure it using 4 fixing screws for front panel.

3.2. Setting the IP Address

VX-3000F's IP address is automatically determined depending on the ID switch setting as follows when the 
switch 8 of the DIP switch inside the front panel is set to the ON position (default setting).

IP address : 	 192.168.14.xx ("xx" is one larger than ID Number.)
Subnet mask : 	 255.255.255.0
Default gateway : 	0.0.0.0 

To change the above IP address of the VX-3000F, change the DIP switch setting and reactivate the VX-3000F 
following the procedures below. 
Notes
•	 When the switch 8 is set to the ON position, even if you change and upload the IP address using the VX-3000 

Setting software, it will not be changed, remaining as set by default.
•	 Only the IP address shown above can be set with the Setting switch.
	 When wishing to set the IP address other than the above, set it using the VX-3000 Setting Software. (See the 

separate Setting Software Instructions, "UNIT DETECTION AND NETWORK SETTINGS.")

VX-3000F front

Fixing screws for front panel1

2

3

VX-3000F front
 (Front panel detached) 

Switch 8

Reset key

 

WARNING
There is a high voltage section inside the power 
amplifier's filter. Never insert your finger or 
metallic objects inside the unit.

ON
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4. VX-3000PM PREAMP MATRIX PANEL
4.1. Setting the IP Address

When Switch 1 of the IP address setting switch inside the front panel is placed in the ON position, the VX-
3000PM's IP address will be automatically determined as follows depending on the settings of Switches 2 
through 8.

[IP address setting table]
IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.51 ON OFF OFF OFF OFF OFF OFF OFF

192.168.14.52 ON OFF OFF OFF OFF OFF OFF ON

192.168.14.53 ON OFF OFF OFF OFF OFF ON OFF

192.168.14.54 ON OFF OFF OFF OFF OFF ON ON

192.168.14.55 ON OFF OFF OFF OFF ON OFF OFF

192.168.14.56 ON OFF OFF OFF OFF ON OFF ON

192.168.14.57 ON OFF OFF OFF OFF ON ON OFF

192.168.14.58 ON OFF OFF OFF OFF ON ON ON

192.168.14.59 ON OFF OFF OFF ON OFF OFF OFF

192.168.14.60 ON OFF OFF OFF ON OFF OFF ON

192.168.14.61 ON OFF OFF OFF ON OFF ON OFF

192.168.14.62 ON OFF OFF OFF ON OFF ON ON

192.168.14.63 ON OFF OFF OFF ON ON OFF OFF

192.168.14.64 ON OFF OFF OFF ON ON OFF ON

192.168.14.65 ON OFF OFF OFF ON ON ON OFF

192.168.14.66 ON OFF OFF OFF ON ON ON ON

192.168.14.67 ON OFF OFF ON OFF OFF OFF OFF

192.168.14.68 ON OFF OFF ON OFF OFF OFF ON

192.168.14.69 ON OFF OFF ON OFF OFF ON OFF

192.168.14.70 ON OFF OFF ON OFF OFF ON ON

192.168.14.71 ON OFF OFF ON OFF ON OFF OFF
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IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.72 ON OFF OFF ON OFF ON OFF ON

192.168.14.73 ON OFF OFF ON OFF ON ON OFF

192.168.14.74 ON OFF OFF ON OFF ON ON ON

192.168.14.75 ON OFF OFF ON ON OFF OFF OFF

192.168.14.76 ON OFF OFF ON ON OFF OFF ON

192.168.14.77 ON OFF OFF ON ON OFF ON OFF

192.168.14.78 ON OFF OFF ON ON OFF ON ON

192.168.14.79 ON OFF OFF ON ON ON OFF OFF

192.168.14.80 ON OFF OFF ON ON ON OFF ON

192.168.14.81 ON OFF OFF ON ON ON ON OFF

192.168.14.82 ON OFF OFF ON ON ON ON ON

192.168.14.83 ON OFF ON OFF OFF OFF OFF OFF

192.168.14.84 ON OFF ON OFF OFF OFF OFF ON

192.168.14.85 ON OFF ON OFF OFF OFF ON OFF

192.168.14.86 ON OFF ON OFF OFF OFF ON ON

192.168.14.87 ON OFF ON OFF OFF ON OFF OFF

192.168.14.88 ON OFF ON OFF OFF ON OFF ON

192.168.14.89 ON OFF ON OFF OFF ON ON OFF

192.168.14.90 ON OFF ON OFF OFF ON ON ON

192.168.14.91 ON OFF ON OFF ON OFF OFF OFF

192.168.14.92 ON OFF ON OFF ON OFF OFF ON

192.168.14.93 ON OFF ON OFF ON OFF ON OFF

192.168.14.94 ON OFF ON OFF ON OFF ON ON

192.168.14.95 ON OFF ON OFF ON ON OFF OFF

192.168.14.96 ON OFF ON OFF ON ON OFF ON
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IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.97 ON OFF ON OFF ON ON ON OFF

192.168.14.98 ON OFF ON OFF ON ON ON ON

192.168.14.99 ON OFF ON ON OFF OFF OFF OFF

192.168.14.100 ON OFF ON ON OFF OFF OFF ON

[IP address setting]

To set the VX-3000PM's IP address, change the IP address setting switch configuration with the following 
procedures.

Notes
•	 Placing Switch 1 in the OFF position disables the settings performed using Switches 2 through 8.
	 In this case, the IP address uploaded by the VX-3000 Setting Software becomes valid.
•	 The IP address setting switch allows the IP address to be set only in the range of "192.168.14.51" to 

"192.168.14.100". If you wish to set IP address out of this range, set it using the VX-3000 Setting Software. 
(See the separate Setting Software Instructions, "UNIT DETECTION AND NETWORK SETTINGS.")

	Step 1.	Detach the front panel.
Loosen 2 front panel fixing screws to detach the 
front panel.

	Step 2.	Place Switch 1 of the IP address setting switch in 
the ON position, then Switches 2 through 8 in the 
positions corresponding to the desired IP address.

	Step 3.	Replace the front panel. 
Secure it using 2 fixing screws for front panel.

	Step 4.	(Only when the IP address has been reset after power-on) Reactivate the VX-3000PM. 
Stop supplying the power to the VX-3000PM, then supply the power again. Otherwise, reactivate the 
unit using the VX-3000 Setting Software. (See the separate Setting Software Instructions, "Restarting 
VX-3000 Unit.")

Fixing screws for front panel

VX-3000PM front

IP address setting switch

VX-3000PM front (front panel detached)
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5. VX-3000CT CONTROL PANEL
5.1. Setting the IP Address

When Switch 1 of the IP address setting switch inside the front panel is placed in the ON position, the VX-
3000CT's IP address will be automatically determined as follows depending on the settings of Switches 2 
through 8.

[IP address setting table]
IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.111 ON OFF OFF OFF OFF OFF OFF OFF

192.168.14.112 ON OFF OFF OFF OFF OFF OFF ON

192.168.14.113 ON OFF OFF OFF OFF OFF ON OFF

192.168.14.114 ON OFF OFF OFF OFF OFF ON ON

192.168.14.115 ON OFF OFF OFF OFF ON OFF OFF

192.168.14.116 ON OFF OFF OFF OFF ON OFF ON

192.168.14.117 ON OFF OFF OFF OFF ON ON OFF

192.168.14.118 ON OFF OFF OFF OFF ON ON ON

192.168.14.119 ON OFF OFF OFF ON OFF OFF OFF

192.168.14.120 ON OFF OFF OFF ON OFF OFF ON

192.168.14.121 ON OFF OFF OFF ON OFF ON OFF

192.168.14.122 ON OFF OFF OFF ON OFF ON ON

192.168.14.123 ON OFF OFF OFF ON ON OFF OFF

192.168.14.124 ON OFF OFF OFF ON ON OFF ON

192.168.14.125 ON OFF OFF OFF ON ON ON OFF

192.168.14.126 ON OFF OFF OFF ON ON ON ON

192.168.14.127 ON OFF OFF ON OFF OFF OFF OFF

192.168.14.128 ON OFF OFF ON OFF OFF OFF ON

192.168.14.129 ON OFF OFF ON OFF OFF ON OFF

192.168.14.130 ON OFF OFF ON OFF OFF ON ON

192.168.14.131 ON OFF OFF ON OFF ON OFF OFF
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IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.132 ON OFF OFF ON OFF ON OFF ON

192.168.14.133 ON OFF OFF ON OFF ON ON OFF

192.168.14.134 ON OFF OFF ON OFF ON ON ON

192.168.14.135 ON OFF OFF ON ON OFF OFF OFF

192.168.14.136 ON OFF OFF ON ON OFF OFF ON

192.168.14.137 ON OFF OFF ON ON OFF ON OFF

192.168.14.138 ON OFF OFF ON ON OFF ON ON

192.168.14.139 ON OFF OFF ON ON ON OFF OFF

192.168.14.140 ON OFF OFF ON ON ON OFF ON

192.168.14.141 ON OFF OFF ON ON ON ON OFF

192.168.14.142 ON OFF OFF ON ON ON ON ON

192.168.14.143 ON OFF ON OFF OFF OFF OFF OFF

192.168.14.144 ON OFF ON OFF OFF OFF OFF ON

192.168.14.145 ON OFF ON OFF OFF OFF ON OFF

192.168.14.146 ON OFF ON OFF OFF OFF ON ON

192.168.14.147 ON OFF ON OFF OFF ON OFF OFF

192.168.14.148 ON OFF ON OFF OFF ON OFF ON

192.168.14.149 ON OFF ON OFF OFF ON ON OFF

192.168.14.150 ON OFF ON OFF OFF ON ON ON

192.168.14.151 ON OFF ON OFF ON OFF OFF OFF

192.168.14.152 ON OFF ON OFF ON OFF OFF ON

192.168.14.153 ON OFF ON OFF ON OFF ON OFF

192.168.14.154 ON OFF ON OFF ON OFF ON ON

192.168.14.155 ON OFF ON OFF ON ON OFF OFF

192.168.14.156 ON OFF ON OFF ON ON OFF ON
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IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.157 ON OFF ON OFF ON ON ON OFF

192.168.14.158 ON OFF ON OFF ON ON ON ON

192.168.14.159 ON OFF ON ON OFF OFF OFF OFF

192.168.14.160 ON OFF ON ON OFF OFF OFF ON

192.168.14.161 ON OFF ON ON OFF OFF ON OFF

192.168.14.162 ON OFF ON ON OFF OFF ON ON

192.168.14.163 ON OFF ON ON OFF ON OFF OFF

192.168.14.164 ON OFF ON ON OFF ON OFF ON

192.168.14.165 ON OFF ON ON OFF ON ON OFF

192.168.14.166 ON OFF ON ON OFF ON ON ON

192.168.14.167 ON OFF ON ON ON OFF OFF OFF

192.168.14.168 ON OFF ON ON ON OFF OFF ON

192.168.14.169 ON OFF ON ON ON OFF ON OFF

192.168.14.170 ON OFF ON ON ON OFF ON ON

192.168.14.171 ON OFF ON ON ON ON OFF OFF

192.168.14.172 ON OFF ON ON ON ON OFF ON

192.168.14.173 ON OFF ON ON ON ON ON OFF

192.168.14.174 ON OFF ON ON ON ON ON ON

192.168.14.175 ON ON OFF OFF OFF OFF OFF OFF

192.168.14.176 ON ON OFF OFF OFF OFF OFF ON

192.168.14.177 ON ON OFF OFF OFF OFF ON OFF

192.168.14.178 ON ON OFF OFF OFF OFF ON ON

192.168.14.179 ON ON OFF OFF OFF ON OFF OFF

192.168.14.180 ON ON OFF OFF OFF ON OFF ON

192.168.14.181 ON ON OFF OFF OFF ON ON OFF



3-17

Chapter 3   INSTALLATION AND SETTING PROCEDURES (HARDWARE)

IP address SW1 SW2 SW3 SW4 SW5 SW6 SW7 SW8 IP address setting switch

192.168.14.182 ON ON OFF OFF OFF ON ON ON

192.168.14.183 ON ON OFF OFF ON OFF OFF OFF

192.168.14.184 ON ON OFF OFF ON OFF OFF ON

192.168.14.185 ON ON OFF OFF ON OFF ON OFF

192.168.14.186 ON ON OFF OFF ON OFF ON ON

192.168.14.187 ON ON OFF OFF ON ON OFF OFF

192.168.14.188 ON ON OFF OFF ON ON OFF ON

192.168.14.189 ON ON OFF OFF ON ON ON OFF

192.168.14.190 ON ON OFF OFF ON ON ON ON

192.168.14.191 ON ON OFF ON OFF OFF OFF OFF

192.168.14.192 ON ON OFF ON OFF OFF OFF ON

192.168.14.193 ON ON OFF ON OFF OFF ON OFF

192.168.14.194 ON ON OFF ON OFF OFF ON ON

192.168.14.195 ON ON OFF ON OFF ON OFF OFF

192.168.14.196 ON ON OFF ON OFF ON OFF ON

192.168.14.197 ON ON OFF ON OFF ON ON OFF

192.168.14.198 ON ON OFF ON OFF ON ON ON

192.168.14.199 ON ON OFF ON ON OFF OFF OFF

192.168.14.200 ON ON OFF ON ON OFF OFF ON
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[IP address setting]

To set the VX-3000CT's IP address, change the IP address setting switch configuration with the following 
procedures.

Notes
•	 Placing Switch 1 in the OFF position disables the settings performed using Switches 2 through 8.
	 In this case, the IP address uploaded by the VX-3000 Setting Software becomes valid.
•	 The IP address setting switch allows the IP address to be set only in the range of "192.168.14.111" to 

"192.168.14.200". If you wish to set IP address out of this range, set it using the VX-3000 Setting Software. 
(See the separate Setting Software Instructions, "UNIT DETECTION AND NETWORK SETTINGS.")

	Step 1.	Place Switch 1 of the IP address setting switch in 
the ON position, then Switches 2 through 8 in the 
positions corresponding to the desired IP address.

	Step 2.	(Only when the IP address has been reset after 
power-on) Reactivate the VX-3000PM. 
Press the VX-3000CT's Reset key to restart.

IP address setting switch
VX-3000CT rear

Reset keyVX-3000CT front
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6. RM-200SF, RM-300X, AND RM-500 MICROPHONES
6.1. The ID Number Settings (RM-200F and RM-300X: Switches 1 – 3 operation or 

RM-500: Switches 2 – 4 operation)

For the RM-200SF and the RM-300X, use Switches 1 to 3 of the DIP switch, and for the RM-500, use Switches 
2 to 4* of the DIP switch to set the ID number (device number). 
The DIP switch is located on the unit's rear panel for the RM-200SF, and on the side panel for the RM-300X, 
and on the bottom panel for the RM-500.

*	 ID number setting switches of the RM-500 are assigned to Switches 1 through 4. Always, leave the Switch 1 
"OFF" (factory default). 

8
7
6
5
4
3
2
1

TERMINATION

CPU OFF
LEVEL METER
COMMUNICATION

UNIT ID

OnOff
DIP SWITCH

RM-200SF rear

RM-500 bottom

RM-300X side

1
2

ON

3
4
5
6
7
8

123456

1

ON

2 3 4 5 6 7 8

•	 A total of up to 8 RM-200SF, RM-300X, and RM-500 microphones can be connected per system. 
	 If the system is required to comply with EN54-16, only a total of up to 2 RM-200SF and/or RM-300X units of 

the 8 are allowed for connection. (See p. 3-59.)
•	 An ID Number must be set for each connected Remote microphone. The ID Number must be identical to 

that which is set by the PC software. On the PC screen, the ID Number appears at the left of the Remote 
microphone symbol.

	 [Remote microphone on the PC screen]

 ID Number

•	 The ID Number is factory-preset to "0."
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123456

123456

123456

123456

123456

123456

123456

123456

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

Device number RM-200SF RM-300X

0

1

2

3

4

5

6

7

Switch 3

OFF

OFF

OFF

OFF

ON

ON

ON

ON

Switch 2

OFF

OFF

ON

ON

OFF

OFF

ON

ON

Switch 1

OFF

ON

OFF

ON

OFF

ON

OFF

ON

(Default setting)
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Device number Switch 3Switch 1 Switch 2 Switch 4 RM-500

0 OFF OFF OFF
(Default setting) 1

ON

2 3 4 5 6 7 8

1 OFF OFF ON
1

ON

2 3 4 5 6 7 8

2 OFF ON OFF
1

ON

2 3 4 5 6 7 8

3 OFF ON ON
1

ON

2 3 4 5 6 7 8

4 ON OFF OFF
1

ON

2 3 4 5 6 7 8

5 ON OFF ON
1

ON

2 3 4 5 6 7 8

6 ON ON OFF
1

ON

2 3 4 5 6 7 8

7 ON

OFF

OFF

OFF

OFF

OFF

OFF

OFF

OFF ON ON
1

ON

2 3 4 5 6 7 8
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6.2. Adjusting Microphone Sensitivity

6.2.1. RM-200SF: Switch 5 operation or RM-300X: Switch 4 operation)

Since the DIP switch can be set to make the broadcast status indicator show output signal level,* adjust the 
microphone sensitivity using the following procedure:

*	� When the microphone is in use, the indicator shows the output signal level. When the microphone is not in 
use, it shows the broadcast status.

	Step 1.	Set switch 5 of the DIP switch on the rear panel of the RM-200SF to ON or switch 4 on the side panel 
of the RM-300X to ON.
The broadcast status indicator on front panel of the RM-200SF or top panel of the RM-300X switches 
to show the output signal level.
Note
Both switches are set to OFF by default.

8
7
6
5
4
3
2
1

TERMINATION

CPU OFF
LEVEL METER
COMMUNICATION

UNIT ID

OnOff
DIP SWITCH

RM-200SF rear RM-300X side

1
2

ON

3
4
5
6
7
8

123456

	Step 2.	Speak into the microphone. 
The broadcast status indicator shows the microphone's output signal level. 
The following table shows how the output level is shown. 

Indicator Color
Lights red
Lights green
Off

Output Signal Level
Over 0 dB
–20 dB to 0 dB Appropriate level
Under –20 dB

RM-300X topRM-200SF front

RM-200SF

MIC SP CPU
OFF ON

Broadcast status indicator

Broadcast status indicator
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	Step 3.	Using the microphone volume control, adjust the microphone input sensitivity to an appropriate level 
(until the broadcast status indicator lights green).

	Step 4.	Set switch 5 of the RM-200SF to OFF or switch 4 of the RM-300X to OFF.

Note
Be sure to set both switches to OFF after adjusting the microphone input sensitivity.

RM-300X rear
RM-200SF

MIC SP CPU
OFF ON

Microphone volume control

Microphone volume control

RM-200SF front
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6.3. Setting The RM-500's Menu

The settings related to the remote controller are performed with the VX-3000 Setting software. While for the 
RM-500, only the own unit's operation settings can be changed from the menu on the RM-500's LCD screen. 
The menu also includes the items to perform the level meter display and the restart of the RM-500.

6.3.1. Menu configuration

Setting item Setting contents Option Default
1 Operation setting

1-1 LCD setting
1-1-1 Contrast setting* Sets the contrast of the RM-500's LCD 

screen.
1 – 9 4

1-1-2 Brightness setting Sets the brightness of the RM-500's LCD 
screen.

1 – 6 3

1-2 Advanced setting ON, OFF OFF
1-2-1 Display mic. level When this function is set to ON, the 

microphone volume level meter is displayed 
while the chime icon is not displayed in the 
Chime display area of the LCD screen.

ON, OFF OFF

1-2-2 Speech intelligibly Selects whether or not to make the speech 
intelligible by the signal processing function.
(See "Setting of speech intelligibly" on p. 
3-28.)

ON, OFF OFF

1-2-3 AUX mic. setting This function disables the RM-500's 
microphone and allows the microphone 
connected to the AUX input terminal to be 
controlled by the RM-500's Talk key.

Use, Not use Not use

1-2-4 TALK timeout extension This function allows you to add 30 seconds 
to the Talk key timeout set with the VX-3000 
Setting software.

No extension, 
+30 seconds

No extension

2 Maintenance/Volume setting
2-1 Level meter Displays the level in 14 steps according to 

the input level of the microphone and the 
AUX. (See "Adjusting input sensitivity" on 
p. 3-27.)

– –

2-2 Status Displays the system name (when the VX-
3000 system is connected: VX-3000) for the 
connection target, and the ID number and 
firmware version of the remote microphone 
being operated.

2-3 RM-500 reset Restarts the RM-500. – –
3 Exit – – –

*	 The larger the brightness setting value, the more visible the LCD screen even in dark places, making the life 
of the backlight shorter.
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Menu
Operation setting
Maintenance/Volume setting

BACK

1
2

Exit3

RM-500 bottom

1

ON

2 3 4 5 6 7 8

	Step:	 Set Switch 7 of the setting switch on the RM-500’s 
bottom panel to the ON position.
Notes
•	 Do not touch the setting switch while broadcast is in 

progress using this unit.
	 The screen will not move to the menu screen even if 

you operate the setting switch during broadcast.
•	 Broadcast cannot be made from this unit while the 

menu screen is displayed.

A menu is displayed on the RM-500’s LCD screen.

6.3.2. Entering the menu screen

Menu
Operation setting
Maintenance/Volume setting

BACK

1
2

Exit3 11

2 3 4

RM-500 top

1.	Numeric keys
Used to enter the numbers of selection items or 
options.

2.	AUX key
Allows operation according to the display when 
pressed while a guide indication is present at the 
lower left on the menu screen.

3.	  key
Allows operation according to the display when 
pressed while a guide indication is present at the 
lower center on the menu screen.

4.	  key
Allows operation according to the display when 
pressed while a guide indication is present at the 
lower right on the menu screen.

6.3.3. Keys used on the menu screen

The keys described below are used on the Menu screen.
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6.3.4. Basic operation on the menu screen

•	 On the Menu item selection screen, operate as described below.

1 Operation setting
LCD setting
Advanced setting

BACK

1
2

HOME

Press the numeric key of the 
item number to select.

Represents a screen transition 
by the AUX key operation.
Pressing the key when the 
indication "BACK" is displayed 
returns to the previous screen.

Represents a screen transition 
by the  key operation.
Pressing the key when the 
indication "HOME" is displayed 
returns to the selection screen 
for the first menu item.Repeat the numeric 

key operation to 
select.

To the selection screen of the setting contents

•	 On the Setting contents selection screen, operate as described below.

1-1-1 Contrast setting

[ 6 ]
BACK

1
2

HOME

1-1-1 Contrast setting

[ 5 ]
BACK

1
2

HOME

1-1-1 Contrast setting

[ 6 ]

1
2

CANCELSET

Represents a screen transition 
by the  key operation.
Pressing the key when the 
indication "HOME" is displayed 
returns to the selection screen 
for the first menu item.

Represents a screen transition 
by the  key operation.
Pressing the key when 
the indication "CANCEL" 
is displayed returns to the 
original value without changing 
the setting contents.

Represents a screen transition 
by the AUX key operation.
Pressing the key when the 
indication "BACK" is displayed 
returns to the previous screen.

The value selected with the 
numeric key is displayed.
Not updated yet in this state.

Represents a screen transition 
by the  key operation.
Pressing the key when the 
indication "SET" is displayed 
updates the setting contents to 
the currently displayed value.

Press the numeric key of this 
number to select the setting 
contents.

Displays the currently set value.

Select with the 
numeric key.

Confirm by the 
 key operation.

Returns to the home screen by 
repeating the AUX key operation.

To the selection screen for the first menu item



3-27

Chapter 3   INSTALLATION AND SETTING PROCEDURES (HARDWARE)

Menu
Operation setting
Maintenance/Volume setting

BACK

1
2

Exit3

2 Maintenance/Volume setting
Level meter
Status

BACK

1
2

RM-500 reset3

HOME

Please adjust the volume control
within the proper range of the meter.

AUX

BACK

MIC

Please adjust the volume control
within the proper range of the meter.

BACK

AUX (MIC)

6.3.5. Adjusting input sensitivity

Adjust the microphone input sensibility of the RM-500 confirming the peak level on the LCD screen.

	Step 1.	Press the [2] key on the menu screen.

The Maintenance item selection screen is displayed.

	Step 2.	Press the [1] key.

The input levels of the microphone input and the AUX input 
are displayed in 14 steps.
The upper meter of the microphone volume shows the peak 
level, and the lower meter the current level.

Tip
When the AUX microphone setting is set to "Use," only the 
input level of the microphone connected to the AUX input 
terminal is displayed.

	Step 3.	Speak into the microphone. 

	Step 4.	Adjust the microphone input sensitivity with the microphone 
volume control or AUX volume control so that it is kept in 
the appropriate level range.

(When AUX mic. setting is set to "Not use")

(When AUX mic. setting is set to "Use")

AUX volume control

RM-500 left side

Microphne volume control

Appropriate level range

Appropriate level range
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6.3.6. Setting of speech intelligibly

Turning on the speech intelligibility function makes it easier to hear the microphone announcements even in a 
noisy environment* and also allows the microphone to pick up the audio signals at an appropriate level even if 
speaking too close to or too far from it.

*	 Depends on the surrounding environment. The effectiveness is not guaranteed as there are individual 
differences in hearing sensitivity.

Menu
Operation setting
Maintenance/Volume setting

BACK

1
2

Exit3

	Step 1.	Press the [1] key on the menu screen.

The Operation setting item selection screen is displayed.

	Step 2.	Press the [2] key.

The Advanced setting item selection screen is displayed.

	Step 3.	Press the [2] key.

The Speech intelligibly setting screen is displayed.

	Step 4.	Press the [1] key.

"ON" is selected.

	Step 5.	Press the  key.
The set contents are confirmed.

Note
In a high noise environment or in places where feedback is 
likely to occur, do not use this function.

1 Operation setting
LCD setting
Advanced setting

BACK

1
2

HOME

1-2 Advanced setting
Display mic. level
Speech intelligibly

BACK

1
2

AUX mic. setting
TALK timeout extension

3
7

HOME

1-2-2 Speech intelligibly

[ OFF ]

OFF
ON

BACK

1
2

HOME

1-2-2 Speech intelligibly

[ ON ]

OFF
ON1

2

CALCELSET
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6.3.7. Exit the menu and return to the normal screen

Menu
Operation setting
Maintenance/Volume setting

BACK

1
2

Exit3

Save the setting
Save and exit
Exit without saving

BACK

1
2

Back3

Exit the menu
Return the DIP SW to normal

BACK

	Step 1.	When you have finished operation in the menu, press the  
key to select "HOME" to return to the selection screen for 
the first menu item.
Tip
This operation can also be done by pressing the AUX key 
several times.

	Step 2.	Press the [3] key and select "Exit menu."

The setting save confirmation screen is displayed.

	Step 3.	Press the [1] key.

The setting change completion screen is displayed.

	Step 4.	Set Switch 7 of the setting switch on the RM-500’s bottom 
panel to the OFF position.
The screen returns to the normal screen.

RM-500 bottom

1

ON

2 3 4 5 6 7 8
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6.4. CPU Off Function (All-Zone Emergency Broadcast) Settings  
       (RM-200SF: Switch 6 operation or RM-300X: Switch 5 operation)

The CPU off function permits the all-zone calls to be made from the RM-200SF or RM-300X by bypassing the 
CPU* normally used by the VX-3000F and using an analog link instead. This function is usually used if a system 
failure is preventing normal broadcasts from being made. Announcement from the RM-200SF can be made to 
all zones within the system only while the Talk Switch is being pressed with the CPU switch on its front panel 
set to OFF, or announcement from the RM-300X can be made to the said zones while its All-Zone Emergency 
Broadcast key is being held down for 4 seconds or more. Whether or not this function is available can be set 
using switch 6 of the DIP switch on the rear panel of the RM-200SF or switch 5 on the side panel of the RM-
300X. (Regarding how to make such broadcasts, see the separate Operating Instructions, "OPERATION.")

*	 CPU is a central processing unit, which is built in the VX-3000F.

8
7
6
5
4
3
2
1

TERMINATION

CPU OFF
LEVEL METER
COMMUNICATION

UNIT ID

OnOff
DIP SWITCH

RM-200SF rear RM-300X side

1
2

ON

3
4
5
6
7
8

123456

Note
Set the CPU off function to "Disabled" as in the table below for systems that do not use the analog link.

Disabled

Enabled

OFF

ON
(Default position)

SwitchCPU off function
(Emergency all-call) RM-300XRM-200SF

123456

123456

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8
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6.5. Termination Setting 
       (RM-200SF, RM-500: Switch 8 operation)

Set the termination of the RM communication line. Normally set to OFF.

RM-200SF rear

8
7
6
5
4
3
2
1

TERMINATION

CPU OFF
LEVEL METER
COMMUNICATION

UNIT ID

OnOff
DIP SWITCH

RM-500 bottom

1
2

ON

3
4
5
6
7
8 1

ON

2 3 4 5 6 7 8

OFF

ON

OFF

ON
(Default position)

SwitchTerminal function RM-200SF RM-500

1
2

ON

3
4
5
6
7
8

1
2

ON

3
4
5
6
7
8

1

ON

2 3 4 5 6 7 8

1

ON

2 3 4 5 6 7 8
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6.6. Using an External Microphone (RM-300X Only)

Changing the jumper settings on the RM-300X's circuit board causes an external microphone to be used.

Notes
•	 Turn off the power before starting this work. 
•	 To avoid damage from static electricity, never touch the parts on the circuit board. 
•	 An external microphone input and an auxiliary input (see p. 3-34) cannot be used at the same time.

	Step 1.	Unscrew 8 screws indicated by arrows in the figure at 
right, then detach the RM-300X's upper case.
Note
Note the types of screws.
A:	 3 x 8 tapping screw (white silver) ............  6 pieces
B:	 3 x 10 tapping screw (black) ...................  2 pieces

	Step 2.	Set the jumper's position (SW301 and SW302) on the 
circuit board attached to the bottom plate as shown 
below.

This change should only be performed by a qualified professional 
electrician. If users open the unit case or modify the unit, this may 
cause fire or electric shock.

WARNING

RM-300X bottom

A

A B

BA

A

A

A
SW

301VR301

SW
302

SW
301

SW
302 SW

301
SW

302

RM-300X inner circuit board

When the external 
microphone is not 
used. 
(Factory-preset)

When the external 
microphone is used.

Front side
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	Step 3.	Replace the RM-300X's upper case.
Note
Note the types of screws when replacing the upper case (See Step 1.)

[Plug for connection to the RM-300X's external input terminal]

Connect the microphone's signal line to the 
tip and its shield line to the sleeve of the 
stereo mini plug or monaural mini plug.

Tip
The WH-4000A, YP-M101, or YP-M301 
can be used for the external microphone.

Sleeve: Ground

Tip: Signal lineRing

Sleeve: Ground

Tip: Signal line

[Monaural mini plug][Stereo mini plug]

6.7. Setting the Level of the AUX Input Terminal (RM-500 Only)

When using the RM-500’s AUX input terminal, set the input level with Switch 5 of the setting switch depending 
on the connected device.
Shift Switch 5 to Line level (OFF position) when connecting the external sound source device or to MIC level 
(ON position) when connecting the external microphone.

RM-500 bottom

1

ON

2 3 4 5 6 7 8

RM-500 bottom

1

ON

2 3 4 5 6 7 8

Line level
–20 dB*
�������N�W
Unballanced

Microphone level
–60 dB*
���������N�W
Unballanced

OFF
(Default position)

ON

SwitchInput sensitivity RM-500

* 0 dB = 1V

1

ON

2 3 4 5 6 7 8

1

ON

2 3 4 5 6 7 8

6.8. Setting for using the direct selection mode (RM-500 Only)

The RM-500 has a direct selection function that allows you to specify the line number by directly entering it 
when selecting the broadcast zone.
To use the direct selection mode, you need to change the setting of the switch 6 of the setting switch.
For the operation using the direct selection mode, refer to the separate Operating Instructions, "Making 
Microphone Announcements in Direct Selection Mode."

Not use

Use

OFF
(Default position)

ON

SwitchDirect selection function RM-500

(The normal screen is displayed on 
the RM-500's LCD screen.)

(The line number registration screen 
is displayed on the RM-500's LCD 
screen.)

1

ON

2 3 4 5 6 7 8

1

ON

2 3 4 5 6 7 8

Note
Do not touch the setting switch while broadcast is in 
progress using this unit.
The screen will not be switched even if you operate the 
setting switch during broadcast.
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6.9. Using an Auxiliary Input (RM-300X Only)

Changing the jumper settings on the RM-300X's circuit board causes an auxiliary input to be used. 
Adjust the sound volume of the AUX input with the VR301 on the pc board.

Notes
•	 Turn off the power before starting this work. 
•	 To avoid damage from static electricity, never touch the parts on the circuit board. 
•	 An external microphone input (see p. 3-32) and an auxiliary input cannot be used at the same time.

	Step 1.	Unscrew 8 screws indicated by arrows in the figure at 
right, then detach the RM-300X's upper case.
Note
Note the types of screws.
A:	 3 x 8 tapping screw (white silver) ............  6 pieces
B:	 3 x 10 tapping screw (black) ...................  2 pieces

	Step 2.	Set the jumper's position (SW301 and SW302) on the 
circuit board attached to the bottom plate as shown 
below.

This change should only be performed by a qualified professional 
electrician. If users open the unit case or modify the unit, this may 
cause fire or electric shock.

WARNING

RM-300X bottom

A

A B

BA

A

A

A

S
W

301V
R

301

S
W

302

S
W

301

S
W

302 S
W

301

S
W

302

RM-300X inner circuit board

AUX input volume control

Front side

When the AUX input 
is not used. 
(Factory-preset)

When the AUX input 
is used.
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	Step 3.	Replace the RM-300X's upper case.
Note
Note the types of screws when replacing the upper case (See Step 1.)

[Plug for connection to the RM-300X's external input terminal]

Connect the sound source's signal line to the ring and its shield line to the sleeve of the stereo mini plug.

Sleeve: Ground

TipRing: Signal line

[Stereo mini plug]
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8
7
6
5
4
3
2
1

TERMINATION

CPU OFF
LEVEL METER
COMMUNICATION

UNIT ID

OnOff
DIP SWITCH

RM-200SF rear

Inch screw (combination drive) No.6-32 x 1/4 (1)
Tooth lock washer (1)

Tapping screw 
(Phillips) 3 x 8 (4)

6.10. Compressor Function Setting (RM-200SF and RM-300X only)

This change should only be performed by a qualified professional 
electrician. If users open the unit case or modify the unit, this may 
cause fire or electric shock.

WARNING
The compressor function enables even large signals to be broadcast without distortion. (This function is factory-
preset to ON.)

Notes
•	 Turn off the power before starting this work.
•	 To avoid damage from static electricity, never touch the parts on the circuit board.

[RM-200SF]

	Step 1.	Unscrew 5 screws in the figure at right, then 
detach the RM -200SF's rear plate.
Note
Note the specific shapes of the different screws.

	Step 2.	Set the jumper's position (JP301) on the circuit board attached to the front case as shown below.

	Step 3.	Replace the RM-200SF's rear plate.
Note: Note the specific shapes of the different screws when replacing the rear plate. (See Step 1.)

JP301

RM-200SF inner circuit board

JP301

When the compressor 
function is used.
(Factory-preset)

When the compressor 
function is not used.

JP301
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[RM-300X]

	Step 1.	Unscrew 8 screws indicated by arrows in the figure at 
right, then detach the RM-300X's upper case.
Note
Note the types of screws.
A:	 3 x 8 tapping screw (white silver) ............  6 pieces
B:	 3 x 10 tapping screw (black) ...................  2 pieces

RM-300X bottom

A

A B

BA

A

A

A

	Step 2.	Set the jumper's position (SW304) on the circuit board attached to the bottom plate as shown below.

	Step 3.	Replace the RM-300X's upper case.
Note: Note the types of screws when replacing the upper case (See Step 1.)

SW304

RM-300X inner circuit boardFront side

SW304

When the compressor 
function is used.
(Factory-preset)

When the compressor 
function is not used.

SW304
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6.11. Microphone Fault Detection Function Setting (RM-300X Only)

This work should only be performed by a qualified professional 
electrician. If users open the unit case or modify the unit, this may 
cause fire or electric shock.

WARNING
The RM-300X is equipped with the microphone fault detection function, which can be set to OFF . (Factory-
preset to ON)

Notes
•	 Turn off the power before starting this work.
•	 To avoid damage from static electricity, never touch the parts on the circuit board.

	Step 1.	Unscrew 8 screws indicated by arrows in the figure at 
right, then detach the RM-300X's upper case.
Note
Note the types of screws.
A:	 3 x 8 tapping screw (white silver) ............  6 pieces
B:	 3 x 10 tapping screw (black) ...................  2 pieces

RM-300X bottom

A

A B

BA

A

A

A

	Step 2.	Set the jumper's position (SW303) on the circuit board attached to the bottom plate as shown below.

SW303

RM-300X inner circuit boardFront side

SW303

When setting the 
microphone fault 
detection function 
to ON.
(Factory-preset)

When setting the 
microphone fault 
detection function 
to OFF.

SW303

	Step 3.	Replace the RM-300X's upper case.
Note: Note the types of screws when replacing the upper case (See Step 1.)
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6.12. Installing the RM-200SF on a Wall

The RM-200SF is designed for on-wall installation.

[Mounting hardware]

To mount the RM-200SF on the wall, the following parts are required.

Wall mount bracket unit ............................................................... 1	 (supplied with the RM-200SF)
Wall mounting screws
     4 x 25 tapping screw for wooden wall .................................... 2	 (supplied with the RM-200SF)
     M3.5 x 20 screw for electrical box .......................................... 2	 (supplied with the RM-200SF)

[Ferrite cable clamp attachment]

The supplied ferrite clamp needs to be attached to the Link cable as illustrated below.
As its mounting timing differs depending on the installation way of the RM-200SF, mount the clamp in the 
appropriate installation step.

Mount the ferrite clamp (supplied with the RM-200SF) on the 
cable in a way that the cable is looped one turn as illustrated. 
(This countermeasure is for complying with the CE marking.)

RM-200SF
Ferrite clamp
(Supplied with the RM-200SF)

Loop the cable one turn.

Link cable
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[Installation]

	Step 1.	 Install the wall mount bracket unit supplied with the RM-200SF on the wall.
	 1-1.	 Installing directly on the wall

Install the unit on the wall using 2 screws or more depending on the installation location.
The RM-200SF comes with 2 tapping screws 4 x 25 for direct wall mounting.

•	 Install the unit only in a location that can structurally support the weight of the unit and the 
mounting bracket. Doing otherwise may result in the unit falling down and causing personal 
injury and/or property damage. 

•	 Be sure to install the bracket on the wall using 2 or more screws. 

WARNING

Wall mount bracket unit 
for the RM-200SF

Wall mount bracket unit 
(supplied with the RM-200SF)

RM-200SF

5-ø4.5

7-4.5 x 6.5

Wall mount bracket unit's center line

RM-200SF's center line

9.7

46

100

92

ø60

83
.5

10
7.

6

21
5

Notes
•	 Six mounting holes indicated by arrows in 

the figure below can be used for securing.
•	 When securing the unit with 2 screws, be 

sure to use a pair of holes located in the 
middle of the Bracket A.

Unit: mm

	 1-2.	 Installing to a 1-gang electrical box
(1)	�Unscrew 3 screws (indicated by arrows in the figure at right) 

that fix the Bracket A to the Bracket B of the wall mount 
bracket unit.

Wall mount bracket unit 
(supplied with the RM-200SF)

Bracket ABracket B


